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INSTRUCTION MANUAL

SPECIFICATIONS
Input:	 18V DC
No Load Speed: 	 5,000-16,500/min
Orbit Angle: 	 3°
Sanding Pad Size: 	 90 x 90 x 90mm
Sandpaper Size: 	 93 x 93 x 93mm
Fitment Type:	 OIS & Starlock compatible
Weight: 	 0.8kg
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ELECTRICAL SAFETY

GENERAL POWER TOOL SAFETY WARNINGS

COMPACT MULTI FUNCTION TOOL SAFETY WARNINGS
WARNING! This appliance is not intended for use by persons (including children) 
with reduced physical, sensory or mental capabilities, or lack of experience and 
knowledge, unless they have been given supervision or instruction concerning use of the 

appliance by a person responsible for their safety.

Caution! Residual risks
Even if you use this electric power tool in accordance with instructions, certain residual risks 
cannot be rules out. The following hazards may arise in connection with the equipment’s 
construction and layout: 
• Lung damage if no suitable protective dust mask is used. 
• Damage to hearing if no suitable ear protection is used. 
• �Health damage caused by hand-arm vibrations if the equipment is used over a prolonged period 

or is not properly guided and maintained.

•	 Hold power tool by insulated gripping surfaces only, when performing an operation where 
the cutting accessory or the sanding surface may contact hidden wiring or its own cord. 
Cutting accessory contacting a “live” wire may make exposed metal parts of the power tool 
“live” and shock the operator.

•	 Cutting accessory contacting a “live” wire may make exposed metal parts of the power tool 
“live” and shock the operator.

•	 Some dust created by power sanding, sawing, grinding, drilling and other construction activities 
contain chemicals known to cause cancer, birth defects or other reproductive harm. Some 
examples of these chemicals are: 
 
• Lead from lead-based paints 
• Crystalline silica from bricks and cement and other masonry products 
• Arsenic and chromium from chemically treated timber. 
 
Your risk from exposure to these chemicals varies, depending on how often you do this type 
of work. To reduce your exposure to these chemicals: work in a well ventilated area and work 
with approved safety equipment, such as dust masks that are specially designed to filter out 
microscopic particles.

•	 Avoid using power tools for long periods of time without breaks. Vibration from tools can be  
transmitted into your hands and arms.

•	 Where possible, use clamps or a vice to hold the workpiece. It is safer than using your hand.

Compact Multi Function Tool

Wood Plunge Saw Blade, 
Segmented Saw Blade, 
Scraper 

Sanding Pad, 3 x 60grit, 3 x 
80grit & 3 x 120grit Sandpaper

MAINTENANCE

TROUBLESHOOTING DESCRIPTION OF SYMBOLS

Millimetre Warning

Regulatory Compliance Mark
(RCM)

Wear eye, ear & breathing 
protection

V Volts Direct Current

n0

mm

/min No load speedRevolutions or reciprocations 
per minute

Read Instruction Manual

Power tools that are no longer usable should not be disposed 
of with household waste but in an environmentally friendly 
way. Please recycle where facilities exist. Check with your local 
council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw 
materials. Reuse of recycled material decreases pollution in the 
environment. Please recycle packaging where facilities exist. 
Check with your local council authority for recycling advice.

CARING FOR THE ENVIRONMENT

SPARE PARTS

Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquiries@ozito.com.au

COMPACT MULTI 
FUNCTION TOOL

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

OZITO 25 Fox Drive, Dandenong South, Victoria, Australia 3175.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.

WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts.

WARNING! BEFORE CLEANING OR CARRYING OUT 
ANY MAINTENANCE PROCEDURE, ENSURE THAT 
THE BATTERIES HAVE BEEN REMOVED.

Cleaning

•	 Keep the ventilation slots of the tool clean at all times to ensure efficient 
operation.

•	 After each use, blow air through the tool housing to ensure it is free from 
all dust, dirt, etc. Build up of dust or dirt particles may cause the tool to 
overheat and shorten the life of the tool.

•	 If the housing of the tool requires cleaning, do not use solvents. Use of a 
cloth only is recommended. 

•	 Never allow any liquid to get inside the tool, never immerse any part of 
the tool into liquid.

Storage

When not in use, the tool should be stored in a dry, frost free location, keep 
out of children’s reach.

Note: Ozito Industries will not be responsible for any damage or 	
injuries caused by repair of the tool by an unauthorised person or by 
mishandling.

LED lights do not illuminate on charger

Check the charging adaptor is securely plugged into the wall out let.
Check the battery is firmly connected to the charging cradle. 
Check that the charging jack is securely connected to the charging cradle.

The battery has a short run time

Ensure the battery is properly charged. It will take 4-5 charging cycles before 
the battery reaches optimum charge and run time. On the initial charge, the 
battery requires 5 hours of charging. Subsequent charging only requires 3-5 
hours. 

Sparking visible through the housing air vents

A small amount of sparking may be visible through the housing vents. This is 
normal and does not indicate a problem.

WARNING! When using electric tools basic safety precautions should always be 
followed to reduce the risk of fire, electric shock and personal injury. 

•	 Read the whole manual carefully and make sure you know how to switch the tool off in an 
emergency, before operating the tool. Save these instructions and other documents supplied 
with this tool for future reference. 

•	 This appliance is not intended for use by persons (including children) with reduced physical, 
sensory or mental capabilities, or lack of experience and knowledge, unless they have been 
given supervision or instruction concerning use of the appliance by a person responsible for 
their safety. Children should be supervised to ensure that they do not play with the appliance.

•	 This appliance is compatible and only to be used with all batteries & chargers from the Ozito 
PXC range. Refer to the PXC battery and charger manuals for information regarding charging, 
use and storage. 

WARNING! Always remove the battery from the tool: 
- when the batteries are to be charged, 
- when the tool is left unattended, 
- when the tool is being checked, cleaned, or having maintenance work done, 
- when the tool is to be stored, 
- or if the tool vibrates abnormally.

•	 Do not combine different types of batteries or new and used batteries.
•	 Do not use modified or damaged batteries.

WARNING! Read all safety warnings, instructions, illustrations and specifications 
provided with this power tool. Failure to follow all instructions listed below may result in 
electric shock, fire and/or serious injury.

Save all warnings and instructions for future reference.
The term “power tool” in the warnings refers to your mains-operated (corded) power tool or 
battery-operated (cordless) power tool.
1) Work area safety
a) �Keep work area clean and well lit. Cluttered or dark areas invite accidents.
b) �Do not operate power tools in explosive atmospheres, such as in the presence of flammable 

liquids, gases or dust. Power tools create sparks which may ignite the dust or fumes.
c) �Keep children and bystanders away while operating a power tool. Distractions can cause you 

to lose control.
2) Electrical safety 
a) �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any 

adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock.

b) �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges and 
refrigerators. There is an increased risk of electric shock if your body is earthed or grounded.

c) �Do not expose power tools to rain or wet conditions. Water entering a power tool will increase 
the risk of electric shock.

d) �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power 
tool. Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled 
cords increase the risk of electric shock.

e) �When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use 
of a cord suitable for outdoor use reduces the risk of electric shock.

f) �If operating a power tool in a damp location is unavoidable, use a residual current device 
(RCD) protected supply. Use of an RCD reduces the risk of electric shock.

3) Personal safety
a) �Stay alert, watch what you are doing and use common sense when operating a power tool. 

Do not use a power tool while you are tired or under the influence of drugs, alcohol or 
medication. A moment of inattention while operating power tools may result in serious personal 
injury.

b) �Use personal protective equipment. Always wear eye protection. Protective equipment such 
as a dust mask, non-skid safety shoes, hard hat or hearing protection used for appropriate 
conditions will reduce personal injuries.

c) �Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energising power tools that have the switch on invites accidents.

d) �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key left 
attached to a rotating part of the power tool may result in personal injury.

e) �Do not overreach. Keep proper footing and balance at all times. This enables better control of 
the power tool in unexpected situations.

f) �Dress properly. Do not wear loose clothing or jewellery. Keep your hair and clothing away 
from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g) �If devices are provided for the connection of dust extraction and collection facilities, ensure 
these are connected and properly used. Use of dust collection can reduce dust-related 
hazards.

h) �Do not let familiarity gained from frequent use of tools allow you to become complacent and 

ignore tool safety principles. A careless action can cause severe injury within a fraction of a 
second.

4) Power tool use and care
a) �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed.
b) �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired.
c) �Disconnect the plug from the power source and/or remove the battery pack, if detachable, 

from the power tool before making any adjustments, changing accessories, or storing power 
tools. Such preventive safety measures reduce the risk of starting the power tool accidentally.

d) �Store idle power tools out of the reach of children and do not allow persons unfamiliar with 
the power tool or these instructions to operate the power tool. Power tools are dangerous in 
the hands of untrained users.

e) �Maintain power tools and accessories. Check for misalignment or binding of moving parts, 
breakage of parts and any other condition that may affect the power tool’s operation. If 
damaged, have the power tool repaired before use. Many accidents are caused by poorly 
maintained power tools.

f) �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control.

g) �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the power 
tool for operations different from those intended could result in a hazardous situation.

h) �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery handles 
and grasping surfaces do not allow for safe handling and control of the tool in unexpected 
situations.

5) Battery tool use and care
a) �Recharge only with the charger specified by the manufacturer. A charger that is suitable for 

one type of battery pack may create a risk of fire when used with another battery pack.
b) �Use power tools only with specifically designated battery packs. Use of any other battery 

packs may create a risk of injury and fire.
c) �When battery pack is not in use, keep it away from other metal objects, like paper clips, 

coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

d) �Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact 
accidentally occurs, flush with water. If liquid contacts eyes, additionally seek medical help. 
Liquid ejected from the battery may cause irritation or burns.

e) �Do not use a battery pack or tool that is damaged or modified. Damaged or modified 
batteries may exhibit unpredictable behaviour resulting in fire, explosion or risk of injury.

f) �Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or 
temperature above 130 °C may cause explosion.

g) �Follow all charging instructions and do not charge the battery pack or tool outside the 
temperature range specified in the instructions. Charging improperly or at temperatures 
outside the specified range may damage the battery and increase the risk of fire.

6) Service
a) �Have your power tool serviced by a qualified repair person using only identical replacement 

parts. This will ensure that the safety of the power tool is maintained.
b) �Never service damaged battery packs. Service of battery packs should only be performed by 

the manufacturer or authorized service providers.



ONLINE MANUAL

Scan this QR Code with your 
mobile device to take you to 
the online manual.

WOOD

Fitting Sanding Paper
1. �The sanding pad must first be fitted to the 

spindle following the instructions in the 
previous section.

2. �Press the sanding paper onto the sanding pad 
by aligning the edges and holes.

3. �To remove, peel away from the sanding pad 
starting from an edge.

Sanding

With the sanding pad and sand paper fitted, the multi function tool can be 
used on materials such as wood, plastic and painted surfaces. 

1. �Ensure the accessory is secure, 
and then start the tool.

2. �Place the multi function tool 
flat on the workpiece and 
make smooth back and forth 
movements.

Note: �Do not apply heavy 
pressure to the tool or tilt the sanding base as this will wear out 
the sanding paper and may damage the sanding pad.

Sandpaper Selection

Selecting the correct grit of sandpaper is an important step in achieving 
optimum results. Coarse grit will remove the most material. Finer grit will 
produce a smoother finish. The condition of the workpiece will determine 
the grit of the sandpaper to be used. The higher the grit number, the finer 
the  grade of sandpaper.
If the surface is rough, start with a coarse grit and sand until the surface 
is uniform. Medium grit may then be used to remove scratches left by the 
coarser grit. Finer grit is then used to finish the surface. Always continue 
sanding with each grade of sandpaper until the surface is uniform.

MATERIAL APPROPRIATE GRIT

Coarse Sanding Fine Sanding

Paintwork 180 400

Wood: 	 Softwood 60 240

	 Hardwood 60 180

	 Veneer 240 320
Note: If intermediate sanding is required, choose a grit rating between 
coarse and fine. The above table is intended as a guide only. To ensure a 
satisfactory result, a small, inconspicuous area should first be tested to 
ensure the grit of sandpaper chosen is suitable for the desired finish.

Installing The Battery Pack

1. �Slide the battery into the tool 
base until it clicks into place.

Removing The Battery Pack

1. �Hold down the battery release 
button and then slide the battery 
out.

Vibration Absorption

To absorb the vibrations which arise 
on the rechargeable battery, there 
is some play between the battery 
and the tool’s battery seating. This 
is normal and has no effect on the 
performance of the equipment or 
the rechargeable battery.

Note: Wear protective gloves to keep the vibrations to a minimum.

Turning On & Off

1. �To start the tool press the on/
off switch forward into the on 
position.

2. �To stop the tool press the on/
off switch backward into the off 
position.

WARNING! AFTER USE, HOLD THE TOOL AWAY 
FROM YOUR BODY UNTIL THE SPINDLE STOPS 
COMPLETELY.

Variable Speed Control
1. �To increase the speed of the tool, rotate 

the variable speed dial to a higher 
number.

2. �To decrease the speed of the tool, rotate 
the variable speed dial to a lower number.

Sawing Or Cutting
When sawing, the multi function tool can be used on wood, plastic and 
sheet metal using the correct accessory.

Note: Ensure blades are not blunt or damaged in any way before 
commencing.

1. �Ensure the work piece is securely held down 
and the accessory is secure.

2. �Switch the tool on use a slight 
pendulum motion while cutting.

Scraping

When being used as a scraper, the tool can remove materials such as fabric, 
adhesives, vinyl or paint from wood, plastic and metal.

1. �Ensure the accessory is secure, 
and then start the tool.

2. �Hold the tool at an angle of 10°-
15° to the workpiece.

Note: �Allow the scraper to do the work; do not apply heavy pressure to 
the tool. This may cause the multi function tool to overload or cut 
into the surface of the material.

1.	 Accessory Locking Lever
2.	 On/Off Switch
3.	 Sure Grip Handle

4.	 Battery Seating
5.	 Variable Speed Dial 
6.	 Accessory Drive Spindle

7.	 Sanding Pad
8.	 Sanding Paper 

(3 x 60grit, 3 x 80grit, 3 x 120grit)

9.	 Wood Plunge Saw Blade
10.	 Segmented Saw Blade
11.	 Scraper

This tool is compatible with all batteries & chargers from the Ozito Power X Change 
range.

COMPACT MULTI FUNCTION TOOL

ACCESSORIES

BATTERY & CHARGER

KNOW YOUR PRODUCT

1. FITTING THE BATTERY 4. SANDING 5. SAWING & SCRAPING2. ATTACHING ACCESSORIES 3. CONTROLS

SETUP & PREPARATION OPERATION

6

Attaching Accessories

1. �Flip the accessory locking lever 
completely to open spindle 
fitment (a), remove the pin (b) and 
put the accessory in (c) .

2. �Place the desired accessory onto 
the accessory drive spindle and 
put the pin back. Ensuring the 
holes in the accessory align with 
the notches on the tool.

3. �Flip down the accessory locking 
lever to secure the accessory.

Note: �Pull on the accessory 
to check if it is secured 
correctly.

Removing Accessories

1. �To remove the accessory, flip 
the accessory locking lever 
completely to open spindle 
fitment (a), remove the pin (b) and 
remove the accessory out (c) .

a

b

c

a

b

c

10° - 15°

a b

1
2

3

4

5

6

7 9 10 118

WARNING! ENSURE THE TOOL IS SWITCHED 
OFF AND THE BATTERY IS REMOVED BEFORE 
PERFORMING ANY OF THE FOLLOWING TASKS.

PCMFS-018

WARNING! THIS PRODUCT IS NOT RECOMMENDED 
FOR SANDING DRYWALL OR PLASTER DUE TO 
THE ULTRA-FINE SANDING PARTICLES PRODUCED. 
DRYWALL SANDERS IN CONJUNCTION WITH DUST 
EXTRACTION ARE RECOMMENDED FOR DRYWALL 
AND PLASTER SANDING APPLICATIONS.

WARNING! ALWAYS WEAR GLOVES WHEN 
HANDLING THE CUTTING ACCESSORY AS IT IS VERY 
SHARP.

WARNING! KEEP FINGERS CLEAR OF SPINDLE 
WHEN SECURING THE ACCESSORY TO AVOID 
PINCHING.

WARNING! WEAR GLOVES, HEARING AND EYE PROTECTION 
DURING OPERATION. USE A DUST MASK FOR DUSTY 
OPERATIONS.



Before using the charger or battery read all instructions and cautionary markings on the charger, battery pack and the 
product using the battery pack. Do not lose these safety instructions.

Battery Warnings
1.	 The battery pack is not fully charged out of the carton. First read the safety instructions and then follow the charging 

notes and procedures.
2.	 For optimum battery performance avoid low discharge cycles. Charge the battery pack frequently.
3.	 Use and store the battery pack in dry conditions with low humidity between 0-50°C, ideally at 15°C. Avoid exposing 

battery pack and charger to direct sunlight.
4.	 Do not keep battery pack in places where temperatures are liable to reach over 50°C, such as in a car, metal shed or 

similar that is in direct sunlight.
5.	 Do not ignite the battery pack or expose it to fire. There is a risk of explosion!
6.	 Do not exhaustively discharge batteries. Exhaustive discharge will damage the battery cells. The most common 

cause of exhaustive discharge is long-term storage and continued use of low-charge batteries. Always store the 
battery with some charge. Charge the batteries every 2-3 months to restore charge.  Stop working as soon as the 
performance of the battery falls noticeably or the electronic protection system triggers. 

7.	 Protect batteries and the tool from overloads. Overloads will quickly result in overheating and cell damage inside 
the battery housing without this overheating being apparent externally.

8.	 Avoid damage and shocks. Do not use batteries which have been dropped from a height of more than one meter or 
strong external impact, even if the housing of the battery pack appears to be undamaged. The battery cells inside 
the battery may have suffered serious damage.  

9.	 If the battery pack suffers overloading and overheating, the integrated protective cut-off will switch off the equip-
ment. Do not press the ON/OFF switch on the tool if the protective cut-off has actuated. This may damage the 
battery pack. Allow the battery to cool to room temperature before use. 

10.	 Use only original battery packs. The use of other batteries may result in injuries, explosion and a fire risk.
11.	 Protect your rechargeable battery against moisture, rain and high humidity. Moisture, rain and high humidity can 

cause dangerous cell damage. Never charge or use batteries which have been exposed to moisture, rain or high 
humidity.

12.	 Never attempt to open the battery pack for any reason. If the plastic housing of the battery pack is damaged, do not 
use the battery. 

13.	 When battery pack is not in use, keep it away from other metal objects, like paper clips, coins, keys, nails, screws or 
other small metal objects, that can make a connection from one terminal to another. Shorting the battery terminals 
together may cause burns or a fire.

14.	 Under abusive conditions, liquid may be ejected from the battery; avoid contact. If accidental contact occurs, flush 
with water and seek medical help immediately. Liquid ejected from the battery may cause irritation or burns.

15.	 Do not use a battery pack or tool that is damaged or modified. Damaged or modified batteries may exhibit unpredict-
able behaviour resulting in fire, explosion or risk of injury.

16.	 Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or temperature above 130°C 
may cause explosion.

17.	 Never service damaged battery packs. Service of battery packs should only be performed by the manufacturer. 
18.	 18. Do not disassemble Battery. This may result in a risk of electric shock, electrocution or fire.

Charger Warnings
19.	 Please check the data marked on the rating plate of the battery charger. Ensure to only connect the battery charger 

to a power supply with the voltage marked on the rating plate.
20.	 Protect the battery charger and its cable from damage and sharp edges. Have damaged cables repaired by an 

authorised service agent before use.
21.	 Keep the battery charger, batteries and the cordless tool out of children’s reach.
22.	 Do not use damaged battery chargers.
23.	 Do not use the supplied battery charger to charge other cordless tools. Only charge Ozito Power X Change 

rechargeable batteries with an Ozito Power X Change Charger.
24.	 The battery pack may become warm during use. Allow the battery pack to cool to room temperature before 

commencing with the charging.
25.	 Do not over-charge batteries. Do not exceed the maximum charging times. These charging times only apply to 

discharged batteries. Frequent insertion of a charged or partly charged battery pack will result in over-charging and 
cell damage. Do not leave fully charged batteries in the charger.

26.	 Charge the battery pack in dry conditions with low humidity between 10-40°C. Avoid exposing battery pack and 
charger to direct sunlight.

27.	 Do not use batteries which have suffered deformation during the charging process or shows any other signs of 
abnormalities including, excessive curvature of the housing, gassing, hissing or cracking.

28.	 Never fully discharge the battery pack. A complete discharge of the battery pack will lead to premature ageing of 
the battery cells.

29.	 Never charge the batteries unsupervised.
30.	 Do not cover or place any object on top of the charger, place the charger away from heat sources. 
31.	 To reduce risk of damage to the electric plug and cord, pull by the plug rather than the cord when disconnecting the 

charger.
32.	 Make sure the cord is located so that it will not be stepped on, tripped over, or otherwise subjected to damage or 

stress.
33.	 An extension cord should not be used unless necessary. Use of an improper extension cord could result in the risk of 

fire, electric shock or electrocution.
34.	 Do not disassemble charger. This may result in a risk of electric shock, electrocution or fire.
35.	 To reduce risk of electric shock, unplug the charger from the outlet before attempting any cleaning. Removing the 

battery pack will not reduce this risk.
36.	 Do not use the cordless tool or the battery charger near vapours and inflammable liquids.

BATTERY & CHARGER SAFETY WARNINGS

ELECTRICAL SAFETY
 WARNING! When using mains-powered tools, basic safety precautions, including the following, should 

always be followed to reduce risk of fire, electric shock, personal injury and material damage. 
Read the whole manual carefully and make sure you know how to switch the tool off in an emergency, before 

operating the tool. Save these instructions and other documents supplied with this tool for future reference.

Note: The supply of 230V and 240V on Ozito tools are interchangeable for Australia and New Zealand.
If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly qualified persons in 
order to avoid hazard.
Note: Double insulation does not take the place of normal safety precautions when operating this tool. The insulation 
system is for added protection against injury resulting from a possible electrical insulation failure within the tool.
Using an Extension Lead
Always use an approved extension lead suitable for the power input of this tool. Before use, inspect the extension lead for 
signs of damage, wear and ageing. Replace the extension lead if damaged or defective.
When using an extension lead on a reel, always unwind the lead completely. Use of an extension lead not suitable for the 
power input of the tool or which is damaged or defective may result in a risk of fire and electric shock.
To reduce the risk of electric shock, we recommend the use of a residual current device (rated 30mA or less).

This appliance is not intended for use by persons (including children) with reduced physical, sensory or mental 
capabilities, or lack of experience and knowledge, unless they have been given supervision or instruction concerning use 
of the appliance by a person responsible for their safety.
Children should be supervised to ensure that they do not play with the appliance.

CARING FOR THE ENVIRONMENT
Power tools that are no longer usable should not be disposed of with 
household waste but in an environmentally friendly way. Please recycle 
where facilities exist. Check with your local council authority for 
recycling advice.

Recycling packaging reduces the need for landfill and raw materials. 
Reuse of recycled material decreases pollution in the environment. 
Please recycle packaging where facilities exist. Check with your local 
council authority for recycling advice.

DESCRIPTION OF SYMBOLS

Watt Hour

Do not store or use battery in 
temperatures exceeding 50°C   

Volts Hertz

Alternating Current

Direct Current

Milliamperes

Watts

Amp HourAh

Wh

W

HzV

ac/~

mA

Warning

Lithium Ion Battery

Do not put in the rubbish

Do not get battery wet

Recycle Battery

Do not incinerate

dc

Regulatory Compliance
Mark (RCM)

Read Instruction Manual

Do not store battery when the charge 
is low; store between 40-60%.

Do not expose to rain.

40-60%

0%

2.5Ah BATTERY
INSTRUCTION MANUAL

PXBP-250

SPECIFICATIONS
Input:		  18V
Battery Capacity:	 2.5Ah Li-ion
Power Consumption:	 45Wh
Weight:		  0.46kg

1

1.	 Battery Release Button
2.	 Charge Indicator Button
3. 	 Battery

ozito.com.au
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BATTERY CHARGE INDICATOR
The purchased battery is equipped with a 
battery charge indicator to show the state of 
the battery charge.
Press the charge indicator button and look to 
see which LED lights.

Battery requires 
immediate charging

Low state of charge, requires charging soon.

Mid state of charge

Full state of charge.

Note: The battery needs to be removed from the tool to check the state of charge. 

BATTERY PROTECTION SYSTEM
The tool is equipped with a battery protection system, which helps to ensure longevity 
of the battery.

The output power automatically cuts off during operation when the tool and/or battery 
are placed under the following situations: 

• 	 When the tool is overloaded:    

	� If this occurs, release the trigger switch and remove causes of overload, then pull 
the switch trigger again to restart. 

• 	 When the remaining battery capacity becomes low: 

	 Recharge the battery pack.

Note: �The battery protection system does not in any way damage the tool.

Note: �The indicated capacity may be lower than the actual level during use or 
immediately after using the tool.

WARRANTY
IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486

New Zealand 0508 069 486

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.
Our goods come with guarantees that cannot be excluded at law. You are 
entitled to a replacement or refund for a major failure and for compensation 
for any other reasonably foreseeable loss or damage. You are also entitled to 
have the goods repaired or replaced if the goods fail to be of acceptable 
quality and the failure does not amount to a major failure. 
Generally you will be responsible for all costs associated with a claim under 
this warranty, however, where you have suffered any additional direct loss as 
a result of a defective product you may be able to claim such expenses by 
contacting our customer service helpline above.

36 MONTH REPLACEMENT WARRANTY
Your product is guaranteed for a period of 36 months from the original date 
of purchase and is intended for DIY (Do It Yourself) use only. If a product is 
defective it will be replaced in accordance with the terms of this warranty. 
Warranty excludes consumable parts.

WARNING
The following actions will result in the warranty being void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

OZITO Australia/New Zealand (Head Office) 
25 Fox Drive, Dandenong South, Victoria, Australia 3175.

ONLINE MANUAL
Scan this QR Code with your 
mobile device to take you to the 
online manual.

PXBP-250

1.  OPERATION

CHARGING YOUR LITHIUM ION BATTERY
This battery has been shipped in a low charge condition, and requires charging prior to 
use. Allow several cycles of charging and discharging (through use with a compatible 
tool) for the battery to reach its optimum performance / runtime.

Only use the battery pack with Ozito Power X Change 18V cordless products.
This battery is compatible with chargers from the 18V Ozito Power X Change range 
available through your local Bunnings Warehouse. Product availability may differ.

1.	 Insert the power plug of the charger into the mains socket outlet. The green LED 
will begin to flash when properly connected to power supply.

2.	 Insert the battery pack into the battery charger .
3.	 Remove battery from the charger once fully charged. Disconnect the charger from 

the power supply.

Note: The battery pack can become a little warm during the charging. This is normal.

If the battery pack fails to charge, check:
	 if there is voltage at the socket outlet
	 that the battery and charger are properly connected.

If the battery pack still fails to charge, please contact our customer service center.

1220

WARNING! DO NOT COVER OR PLACE ANY OBJECT ON 
TOP OF THE CHARGER; PLACE THE CHARGER AWAY 
FROM HEAT SOURCES.



 CARING FOR THE ENVIRONMENT
Power tools that are no longer usable should not be disposed of with household 
waste but in an environmentally friendly way. Please recycle where facilities exist. 
Check with your local council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw materials. Reuse of 
recycled material decreases pollution in the environment. Please recycle packaging 
where facilities exist. Check with your local council authority for recycling advice.

DESCRIPTION OF SYMBOLS
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1. 	 Charging Unit
2.	 Charging Unit LED
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1

COMPACT 
FAST CHARGER
INSTRUCTION MANUAL

PXCG-030C

SPECIFICATIONS
Input:		  200-250V ~AC 50-60Hz, 72W
Output:		  20V DC, 3A
Battery Charge Time:	 30Min - PXBP-150 (18V 1.5Ah)
		  40Min - PXBP-200 (18V 2.0Ah)
		  50Min - PXBP-250 (18V 2.5Ah)
		  60Min - PXBP-300 (18V 3.0Ah)
		  75Min - PXBP-400 (18V 4.0Ah)
		  120Min - PXBP-520 (18V 5.2Ah)
		  100Min - PXUBP-520 (18V 5.2Ah Ultra)

Double Insulated

Volts Hertz

Amperes Amp Hour

Read Instruction Manual

Indoor Use Only Do not dispose of in rubbish

Regulatory Compliance
Mark (RCM)

Do not charge battery in 
temperatures exceeding 40°C   

3.15A Slow Blow Fuse Warning

>40°C

V Hz
A Ah

T3.15A

Before using the charger or battery read all instructions and cautionary markings on the charger, battery pack and the 
product using the battery pack. Do not lose these safety instructions.

Battery Warnings
1.	 The battery pack is not fully charged out of the carton. First read the safety instructions and then follow the charging 

notes and procedures.
2.	 For optimum battery performance avoid low discharge cycles. Charge the battery pack frequently.
3.	 Use and store the battery pack in dry conditions with low humidity between 0-50°C, ideally at 15°C. Avoid exposing 

battery pack and charger to direct sunlight.
4.	 Do not keep battery pack in places where temperatures are liable to reach over 50°C, such as in a car, metal shed or 

similar that is in direct sunlight.
5.	 Do not ignite the battery pack or expose it to fire. There is a risk of explosion!
6.	 Do not exhaustively discharge batteries. Exhaustive discharge will damage the battery cells. The most common cause 

of exhaustive discharge is long-term storage and continued use of low-charge batteries. Always store the battery with 
some charge. Charge the batteries every 2-3 months to restore charge.  Stop working as soon as the performance of the 
battery falls noticeably or the electronic protection system triggers. 

7.	 Protect batteries and the tool from overloads. Overloads will quickly result in overheating and cell damage inside the 
battery housing without this overheating being apparent externally.

8.	 Avoid damage and shocks. Do not use batteries which have been dropped from a height of more than one meter or 
strong external impact, even if the housing of the battery pack appears to be undamaged. The battery cells inside the 
battery may have suffered serious damage.  

9.	 If the battery pack suffers overloading and overheating, the integrated protective cut-off will switch off the equipment. 
Do not press the ON/OFF switch on the tool if the protective cut-off has actuated. This may damage the battery pack. 
Allow the battery to cool to room temperature before use. 

10.	 Use only original battery packs. The use of other batteries may result in injuries, explosion and a fire risk.
11.	 Protect your rechargeable battery against moisture, rain and high humidity. Moisture, rain and high humidity can cause 

dangerous cell damage. Never charge or use batteries which have been exposed to moisture, rain or high humidity.
12.	 Never attempt to open the battery pack for any reason. If the plastic housing of the battery pack is damaged, do not 

use the battery. 
13.	 When battery pack is not in use, keep it away from other metal objects, like paper clips, coins, keys, nails, screws or 

other small metal objects, that can make a connection from one terminal to another. Shorting the battery terminals 
together may cause burns or a fire.

14.	 Under abusive conditions, liquid may be ejected from the battery; avoid contact. If accidental contact occurs, flush with 
water and seek medical help immediately. Liquid ejected from the battery may cause irritation or burns.

15.	 Do not use a battery pack or tool that is damaged or modified. Damaged or modified batteries may exhibit unpredictable 
behaviour resulting in fire, explosion or risk of injury.

16.	 Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or temperature above 130°C may 
cause explosion.

17.	 Never service damaged battery packs. Service of battery packs should only be performed by the manufacturer. 
18.	 18. Do not disassemble Battery. This may result in a risk of electric shock, electrocution or fire.

Charger Warnings
19.	 Please check the data marked on the rating plate of the battery charger. Ensure to only connect the battery charger to a 

power supply with the voltage marked on the rating plate.
20.	 Protect the battery charger and its cable from damage and sharp edges. Have damaged cables repaired by an 

authorised service agent before use.
21.	 Keep the battery charger, batteries and the cordless tool out of children’s reach.
22.	 Do not use damaged battery chargers.
23.	 Do not use the supplied battery charger to charge other cordless tools. Only charge Ozito Power X Change rechargeable 

batteries with an Ozito Power X Change Charger.
24.	 The battery pack may become warm during use. Allow the battery pack to cool to room temperature before commencing 

with the charging.
25.	 Do not over-charge batteries. Do not exceed the maximum charging times. These charging times only apply to 

discharged batteries. Frequent insertion of a charged or partly charged battery pack will result in over-charging and cell 
damage. Do not leave fully charged batteries in the charger.

26.	 Charge the battery pack in dry conditions with low humidity between 10-40°C. Avoid exposing battery pack and charger 
to direct sunlight.

27.	 Do not use batteries which have suffered deformation during the charging process or shows any other signs of 
abnormalities including, excessive curvature of the housing, gassing, hissing or cracking.

28.	 Never fully discharge the battery pack. A complete discharge of the battery pack will lead to premature ageing of the 
battery cells.

29.	 Never charge the batteries unsupervised.
30.	 Do not cover or place any object on top of the charger, place the charger away from heat sources. 
31.	 To reduce risk of damage to the electric plug and cord, pull by the plug rather than the cord when disconnecting the 

charger.
32.	 Make sure the cord is located so that it will not be stepped on, tripped over, or otherwise subjected to damage or 

stress.
33.	 An extension cord should not be used unless necessary. Use of an improper extension cord could result in the risk of 

fire, electric shock or electrocution.
34.	 Do not disassemble charger. This may result in a risk of electric shock, electrocution or fire.
35.	 To reduce risk of electric shock, unplug the charger from the outlet before attempting any cleaning. Removing the 

battery pack will not reduce this risk.
36.	 Do not use the cordless tool or the battery charger near vapours and inflammable liquids.

BATTERY & CHARGER SAFETY WARNINGS

ELECTRICAL SAFETY
 WARNING! When using mains-powered tools, basic safety precautions, including the following, should 

always be followed to reduce risk of fire, electric shock, personal injury and material damage.  
Read the whole manual carefully and make sure you know how to switch the tool off in an emergency, before 

operating the tool. Save these instructions and other documents supplied with this tool for future reference.

Note: The supply of 230V and 240V on Ozito tools are interchangeable for Australia and New Zealand.
This tools charger is double insulated therefore no earth wire is required.

If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly qualified persons in 
order to avoid hazard.
Note: Double insulation does not take the place of normal safety precautions when operating this tool. The insulation 
system is for added protection against injury resulting from a possible electrical insulation failure within the tool.

Using an extension lead
Always use an approved extension lead suitable for the power input of this tool. Before use, inspect the extension lead for 
signs of damage, wear and ageing. Replace the extension lead if damaged or defective.
When using an extension lead on a reel, always unwind the lead completely. Use of an extension lead not suitable for the 
power input of the tool or which is damaged or defective may result in a risk of fire and electric shock.
To reduce the risk of electric shock, we recommend the use of a residual current device (rated 30mA or less).

This appliance is not intended for use by persons (including children) with reduced physical, sensory or mental 
capabilities, or lack of experience and knowledge, unless they have been given supervision or instruction concerning use 
of the appliance by a person responsible for their safety. 
Children should be supervised to ensure that they do not play with the appliance.



1.  CHARGING A BATTERY 2.  MAINTENANCE

•	� Disconnect the charger from power source before cleaning.

•	 Keep the charger in a dry place out of reach of children.

•	� If the enclosure of the charger requires cleaning, do not use solvents. Use a dry, soft 
cloth only to wipe down the surface. Never let any liquid get inside the charger; never 
immerse any part of the charger.

•	� There are no other parts inside the charger which require maintenance. Do not 
take the charger apart. If the charger is damaged, contact your supplier or the 
manufacturer.

Mounting The Charging Unit On A Wall

The charging unit can be mounted to a wall or workbench.
The correct dimensions for drill holes can be found on the back of the charging unit; a 
template for the mounting hole locations can also be found on the Ozito website.

Note: When mounting on a wall you must use suitable screws, e.g.M3 pan-head 
screws, in order to prevent damage to the housing and risk of falling.

OZITO Australia/New Zealand (Head Office) 
25 Fox Drive, Dandenong South, Victoria, Australia 3175.

WARRANTY
IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486

New Zealand 0508 069 486

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.
Our goods come with guarantees that cannot be excluded at law. You are 
entitled to a replacement or refund for a major failure and for compensation 
for any other reasonably foreseeable loss or damage. You are also entitled to 
have the goods repaired or replaced if the goods fail to be of acceptable 
quality and the failure does not amount to a major failure. 
Generally you will be responsible for all costs associated with a claim under 
this warranty, however, where you have suffered any additional direct loss as 
a result of a defective product you may be able to claim such expenses by 
contacting our customer service helpline above.

36 MONTH REPLACEMENT WARRANTY
Your product is guaranteed for a period of 36 months from the original date 
of purchase and is intended for DIY (Do It Yourself) use only. If a product is 
defective it will be replaced in accordance with the terms of this warranty. 
Warranty excludes consumable parts.

WARNING
The following actions will result in the warranty being void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

PXCG-030C

Charger LED Indicator Lights

LED Indicator Situation

GREEN (Flashing) Stand By (no battery pack is inserted) 

RED (Flashing) Battery is charging (low charge)

RED (Illuminated) Battery is fast charging (mid charge)

GREEN (Illuminated) Battery is 85% - 100% charged and is ready for use.

BOTH(Illuminated) Battery pack is too hot or too cold (charging will begin 
automatically when battery reaches correct charging 
temperature).

BOTH (Flashing) The battery is deffective, charging is no longer 
possible. Do not charge. Contact Ozito Customer 
Service.

2.	� Align and then slide the ribs on 
the battery into the recess in the 
charger.

1.	� Connect the charger to the power 
supply and the LED will flash 
green showing power is being 
supplied to the charger.

3. 	� The red LED will illuminate while 
the battery charges.

4. 	� The green LED will illuminate 
once the battery is charged.

1220ONLINE MANUAL
Scan this QR Code with your 
mobile device to take you to the 
online manual.

WARNING! DO NOT COVER OR PLACE ANY OBJECT ON 
TOP OF THE CHARGER; PLACE THE CHARGER AWAY 
FROM HEAT SOURCES.

WARNING! THE CHARGER SHOULD BE PROTECTED BY 
A RESIDUAL CURRENT DEVICE (RATED AT 30MA OR 
LESS).



18V Compact Fast Charger Wall Mount Template

Mounting Instructions:
1. Stick the back of this template to the wall in the 
    desired mounting location.
2. Drill 3 x Ø2mm holes according to the circles in 
    the template location.
3. Remove template.
4. Screw 3 timber screws with Ø7mm (or smaller) 
    screw heads into the pre-drilled holes. Leave 
    them protruding by about 5mm.
5. Hang the charger by the 3 screws and slide it left
    to lock it in place.

94mm

50mm

This template can also be found on our website (ozito.com.au).



 CARING FOR THE ENVIRONMENT
Power tools that are no longer usable should not be disposed of with household 
waste but in an environmentally friendly way. Please recycle where facilities exist. 
Check with your local council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw materials. Reuse of 
recycled material decreases pollution in the environment. Please recycle packaging 
where facilities exist. Check with your local council authority for recycling advice.

DESCRIPTION OF SYMBOLS

2

3

1.	 Charging Light
2.	 On Button
3.	 Output Type-C
4.	 Output Type-A

ozito.com.au
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USB POWER 
SOURCE
INSTRUCTION MANUAL

PXCG-USBC

SPECIFICATIONS
Input:		  18V DC
Output:		  5V DC 2A (Type - A)
		  5V DC 2A (Type - C)
Compatible Batteries:	 All PXC Battteries

Warning

Do not dispose of in rubbish

Indoor use only

V Volts

AhA Amps Amp hour

Read Instruction Manual

Regulatory Compliance
Mark (RCM)

USB POWER STATION SAFETY WARNINGS

ELECTRICAL SAFETY
 WARNING! When using mains-powered tools, basic safety precautions, including the following, should 

always be followed to reduce risk of fire, electric shock, personal injury and material damage.  
Read the whole manual carefully and make sure you know how to switch the tool off in an emergency, before 

operating the tool. Save these instructions and other documents supplied with this tool for future reference.

This appliance is not intended for use by persons (including children) with reduced physical, sensory or mental 
capabilities, or lack of experience and knowledge, unless they have been given supervision or instruction concerning use 
of the appliance by a person responsible for their safety. 
Children should be supervised to ensure that they do not play with the appliance.
This appliance is compatible and only to be used with all batteries & chargers from the Ozito PXC range. Refer to the PXC 
battery and charger manuals for information regarding charging, use and storage.

THIS MANUAL CONTAINS IMPORTANT SAFETY AND OPERATING INSTRUCTIONS FOR YOUR BATTERY CHARGER. 
BEFORE USING THE CHARGER READ ALL INSTRUCTIONS AND CAUTIONARY MARKINGS ON THE CHARGER AND 
BATTERY PACK. DO NOT LOSE THESE SAFETY INSTRUCTIONS.

1.	 Before using the charger read all instructions and cautionary markings on the charger, battery pack and the product 
using the battery pack.

2.	 Do not place any object on top of the charger or place the charger on a soft surface that may result in excessive 
internal heat. Place the charger in a position away from any heat source.

3.	 Do not operate the charger if it has received a sharp blow, been dropped or otherwise damaged in any way.
4.	 Do not disassemble charger.
5.	 Never attempt to connect 2 chargers together.
6.	 DO NOT store or use the tool and battery pack in locations where the temperature may reach or exceed 40ºC (such 

as inside sheds or metal buildings in summer).
7.	 Keep the battery charger, batteries and the cordless tool out of children’s reach.
8.	 Do not incinerate the battery pack even if it is seriously damaged or is completely worn out. The battery can explode 

in a fire.
9.	 Never attempt to open the battery pack for any reason. If the plastic housing of the battery pack breaks or cracks, 

immediately discontinue use and do not recharge.
10.	 Only use USB charging cables in good working condition
11.	 Never attempt to modify the charger in any way
12.	 Refer to the charging instructions and rating of your electronic appliance before using with this device.
13.	 Do not cover or place any object on top of the charger, place the charger away from heat sources.
14.	 Do not use the cordless tool or the battery charger near vapours and inflammable liquids.
15.	 Use power tools only with specifically designated battery packs. Use of any other battery packs may create a risk 

of injury and fire.
16.	 When battery pack is not in use, keep it away from other metal objects, like paper clips, coins, keys, nails, screws or 

other small metal objects, that can make a connection from one terminal to another. Shorting the battery terminals 
together may cause burns or a fire.

17.	 Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact accidentally occurs, 
flush with water. If liquid contacts eyes, additionally seek medical help. Liquid ejected from the battery may cause 
irritation or burns.

18.	 Do not use a battery pack or tool that is damaged or modified. Damaged or modified batteries may exhibit 
unpredictable behaviour resulting in fire, explosion or risk of injury.

19.	 Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or temperature above 130°C 
may cause explosion.

20.	 Follow all charging instructions and do not charge the battery pack or tool outside the temperature range specified 
in the instructions. Charging improperly or at temperatures outside the specified range may damage the battery and 
increase the risk of fire.

21.	 Never service damaged battery packs. Service of battery packs should only be performed by the manufacturer or 
authorized service provider.

Note: PXCG-USBC is suitable to charge USB compatible devices such as a 
mobile phone, tablet or camera via the USB ports. Two devices can be charged 
simultaneously.

Suggested Charging Capacity by Battery Power

Output Suitable power to charge

2 Amp Tablet computer, mobile phone, camera, devices 
requiring more power. 

CHARGING CAPACITY



1.  CHARGING A DEVICE 2.  MAINTENANCE

•	� Disconnect the charger from power source before cleaning.

•	 Keep the charger in a dry place out of reach of children.

•	� If the enclosure of the charger requires cleaning, do not use solvents. Use a dry, soft 
cloth only to wipe down the surface. Never let any liquid get inside the charger; never 
immerse any part of the charger.

•	� There are no other parts inside the charger which require maintenance. Do not 
take the charger apart. If the charger is damaged, contact your supplier or the 
manufacturer.

OZITO Australia/New Zealand (Head Office) 
25 Fox Drive, Dandenong South, Victoria, Australia 3175.

WARRANTY
IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486

New Zealand 0508 069 486

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.
Our goods come with guarantees that cannot be excluded at law. You are 
entitled to a replacement or refund for a major failure and for compensation 
for any other reasonably foreseeable loss or damage. You are also entitled to 
have the goods repaired or replaced if the goods fail to be of acceptable 
quality and the failure does not amount to a major failure. 
Generally you will be responsible for all costs associated with a claim under 
this warranty, however, where you have suffered any additional direct loss as 
a result of a defective product you may be able to claim such expenses by 
contacting our customer service helpline above.

36 MONTH REPLACEMENT WARRANTY
Your product is guaranteed for a period of 36 months from the original date 
of purchase and is intended for DIY (Do It Yourself) use only. If a product is 
defective it will be replaced in accordance with the terms of this warranty. 
Warranty excludes consumable parts.

WARNING
The following actions will result in the warranty being void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

PXCG-USBC

0325ONLINE MANUAL
Scan this QR Code with your 
mobile device to take you to the 
online manual.

Connecting USB Power Station to battery pack

Connecting to Power Station

1 �Connect the device to be charged via 
USB cord to the USB Power Station 
outlet.

4	� To remove, disconnect USB cord 
and press the battery release tab 
and slide the USB Power Station 
from its position.

Note: For best results ensure the battery is fully charged.

Note: If no device is connected or device requires charging current less than 
65mA (TYPE-C port) or 85mA (TYPE-A port), the USB Power Station will turn off 
in 1 MINUTE. The red LED light will no longer be illuminated.

3	� The LED will illuminate red 
showing power is being supplied 
to the USB Power Station.

2	� Push the On button to turn on

1	� With the battery sitting on a flat 
surface, align the raised ribs on the 
battery with the recess in the usb 
power station and slide onto the 
battery ensuring a firm connection.



STANDARD EQUIPMENT

Cutting Metal

Your jigsaw can be used for cutting light gauge ferrous sheet and non-
ferrous metals such as copper, brass, aluminium, etc. 

It is advisable when cutting sheet metal to clamp a backing sheet of soft 
wood or plywood to the work as this will enable you to obtain a clean cut 
without vibration and the possibility of tearing the metal. Both metal and 
wood backing are sawn together. Do not force the cutting blade into the 
metal as this will reduce the life of the blade and possibly damage the 
motor. 

Cutting thin metal will take longer than cutting even a relatively thick 
piece of wood, so do not be tempted to speed up the operation by forcing 
the saw. Spread a thin film of oil along the proposed cutting line before 
commencing to saw metal. 

Always select the right blade for the job.

Jigsaw Frequently Cuts Out During Use

If the jigsaw switches off during use, the tool is overloaded. Please reduce
cutting pressure and/or increase pendulum action to reduce load on the 
tool. PXCJS-018

INSTRUCTION MANUAL

SPECIFICATIONS
Input:	 18V
No Load Speed:	 2,700spm
Stroke Height: 	 20mm
Cutting Depth: 	 80mm (Timber)
	 12mm (Plastic)
	 10mm (Metal)
Bevel Angle: 	 0-45° (Left & Right)
Blade Type:	 T-Shank
Adaptor Size: 	 Ø36mm
Weight: 	 1.64kg

ozito.com.au
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ELECTRICAL SAFETY
WARNING! When using mains-powered tools, basic safety precautions, including the 
following, should always be followed to reduce risk of fire, electric shock, personal injury 
and material damage. 

Read the whole manual carefully and make sure you know how to switch the tool off in an 
emergency, before operating the tool. 
Save these instructions and other documents supplied with this tool for future reference.
The charger has been designed for 230V and 240V only. Always check that the power supply 
corresponds to the voltage on the rating plate.
Note: The supply of 230V and 240V on Ozito tools are interchangeable for Australia and New 
Zealand.

If the supply cord is damaged, it must be replaced by an electrician or a power tool repairer in 
order to avoid a hazard.
Using an Extension Lead
Always use an approved extension lead suitable for the power input of this tool. Before use, inspect 
the extension lead for signs of damage, wear and ageing. Replace the extension lead if damaged 
or defective.
When using an extension lead on a reel, always unwind the lead completely. Use of an extension 
lead not suitable for the power input of the tool or which is damaged or defective may result in a 
risk of fire and electric shock.
The power supply for this products charger should be protected by a residual current device (rated 
at 30mA or less). A residual current device reduces the risk of electric shock.

GENERAL POWER TOOL SAFETY WARNINGS
WARNING! Read all safety warnings and all instructions. Failure to follow the 
warnings and instructions may result in electric shock, fire and/or serious injury. 
Save all warnings and instructions for future reference. The term “power tool” in the 

warnings refers to your mains-operated (corded) power tool or battery-operated (cordless) 
power tool.

1. Work area safety 
a. �Keep work area clean and well lit. Cluttered or dark areas invite accidents. 
b. �Do not operate power tools in explosive atmospheres, such as in the presence of flammable 

liquids, gases or dust. Power tools create sparks which may ignite the dust or fumes. 
c. �Keep children and bystanders away while operating a power tool. Distractions can cause you 

to lose control.

2. Electrical safety 
a. �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any 

adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock. 

b. �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges and 
refrigerators. There is an increased risk of electric shock if your body is earthed or grounded. 

c. �Do not expose power tools to rain or wet conditions. Water entering a power tool will increase 
the risk of electric shock. 

d. �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. 
Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled cords 
increase the risk of electric shock. 

e. �When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use 
of a cord suitable for outdoor use reduces the risk of electric shock. 

3. Personal safety 
a. �Stay alert, watch what you are doing and use common sense when operating a power 

tool. Do not use a power tool while you are tired or under the influence of drugs, alcohol or 
medication. A moment of inattention while operating power tools may result in serious personal 
injury. 

b. �Use personal protective equipment. Always wear eye protection. Protective equipment such 
as dust mask, non-skid safety shoes, hard hat, or hearing protection used for appropriate 
conditions will reduce personal injuries. 

c. �Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energising power tools that have the switch on invites accidents. 

d. �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key left 
attached to a rotating part of the power tool may result in personal injury. 

e. �Do not overreach. Keep proper footing and balance at all times. This enables better control of 
the power tool in unexpected situations. 

f. �Dress properly. Do not wear loose clothing or jewellery. Keep your hair, clothing and gloves away 
from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g. �If devices are provided for the connection of dust extraction and collection facilities, ensure 
these are connected and properly used. Use of dust collection can reduce dust-related 
hazards.

h. �Do not let familiarity gained from frequent use of tools allow you to become complacent and 
ignore tool safety principles. A careless action can cause severe injury within a fraction of a 
second.

4. Power tool use and care 
a. �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed. 
b. �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired. 
c. �Disconnect the plug from the power source and/or the battery pack from the power 

tool before making any adjustments, changing accessories, or storing power tools. Such 
preventive safety measures reduce the risk of starting the power tool accidentally. 

d. �Store idle power tools out of the reach of children and do not allow persons unfamiliar with 
the power tool or these instructions to operate the power tool. Power tools are dangerous in 
the hands of untrained users. 

e. �Maintain power tools. Check for misalignment or binding of moving parts, breakage of parts 
and any other condition that may affect the power tool’s operation. If damaged, have the power 
tool repaired before use. Many accidents are caused by poorly maintained power tools. 

f. �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control. 

g. �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the power 
tool for operations different from those intended could result in a hazardous situation.

h. �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery handles 
and grasping surfaces do not allow for safe handling and control of the tool in unexpected 
situations.

5. Service 
a. �Have your power tool serviced by a qualified repair person using only identical replacement 

parts. This will ensure that the safety of the power tool is maintained.

JIGSAW SAFETY WARNINGS
This appliance is not intended for use by persons (including children) with reduced 
physical, sensory or mental capabilities, or lack of experience and knowledge, unless 
they have been given supervision or instruction concerning use of the appliance by a 

person responsible for their safety.

•	 Remove all nails and screws in the work piece before using the jigsaw. Cutting nails or 
screws may damage your tool.

•	 Do not cut hollow pipe with the jigsaw
•	 Do not cut material thicker or of a wider diameter than the specified limits.
•	 �Always allow enough clearance underneath the work piece to ensure the blade does not 

touch the floor or work bench, etc.
•	 Ensure all workpieces are securely clamped down.
•	 �Hold the tool at a comfortable distance from your body. Do not over reach to access the 

work piece.

•	 Hold power tool by insulated gripping surfaces, when performing an operation where 
the cutting accessory may contact hidden wiring or its own cord. Cutting accessory 
contacting a ‘live’ wire may make exposed metal parts of the power tool ‘live’ and could give 
the operator an electric shock.

•	 �Do not touch moving parts with your fingers or hand. 
•	 Do not cut through walls or cavities without first checking for hidden electrical wires.
•	 �Ensure that you have tightened the blade prior to starting the machine. 
•	 When you have finished the cut, wait until the saw blade has stopped moving prior to 

removing it from the work piece.
•	 Do not touch the saw blade immediately after use. Allow time for the blade to cool, as it 

may burn you due to the heat generated during sawing.
•	 �Always check accessories to ensure that they are suitable for the operating speeds of this 

tool. Incorrect accessories can break apart at high speed and cause serious damage or 
injury.

Cordless Compact Jigsaw

TIMBER

Splinter Guard (fitted), Hex 
Key, Timber Jigsaw Blade & 
Dust Extraction Adaptor

When not in use, the tool should be stored in a dry, frost free location; keep 
out of children’s reach.

If the housing of the tool requires cleaning, do not use solvents. Use of a 
cloth only is recommended. Never immerse any part of the tool into liquid.

Note: Ozito Industries will not be responsible for any damage or 	
injuries caused by repair of the tool by an unauthorised person or by 
mishandling.

MAINTENANCE

DESCRIPTION OF SYMBOLS

V Volts spm Strokes per minute

Wear ear, eye & breathing 
protection

Warning

Regulatory Compliance Mark
(RCM)

Read Instruction Manual

Power tools that are no longer usable should not be disposed 
of with household waste but in an environmentally friendly 
way. Please recycle where facilities exist. Check with your local 
council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw 
materials. Reuse of recycled material decreases pollution in the 
environment. Please recycle packaging where facilities exist. 
Check with your local council authority for recycling advice.

CARING FOR THE ENVIRONMENT

SPARE PARTS

Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquiries@ozito.com.au

CORDLESS 
COMPACT 
JIGSAW

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

OZITO Australia/New Zealand (Head Office) 1-23 Letcon Drive, Bangholme, Victoria, Australia 3175.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.

WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts.

6. TROUBLESHOOTING

WARNING! BEFORE CLEANING OR CARRYING OUT 
ANY MAINTENANCE PROCEDURE, ENSURE THAT 
THE BATTERIES HAVE BEEN REMOVED.5. MAKING CUTS

Pocket Cutting

A pocket cut is a hole cut into the middle of a workpiece.

1. �Drill a hole into the workpiece (within the cut line) using a drill bit larger 
than the intended jigsaw blade.

2. �Place the blade of the jigsaw into the drilled hole and begin the cut.

WARNING! IF THE JIGSAW SWITCHES OFF DURING 
USE, THE TOOL IS OVERLOADED. REDUCE THE 
CUTTING PRESSURE AND/OR INCREASE THE 
PENDULUM ACTION TO REDUCE LOAD ON THE 
TOOL.

X

Straight Cuts

1. �Place the base plate onto the workpiece but ensure that the blade is not 
touching the edge of the material to be cut.

WARNING! ALWAYS HOLD THE TOOL BY ITS 
INSULATED GRIPPING SURFACES. USE BOTH 
HANDS TO SUPPORT THE TOOL WHEN CUTTING.

2. �Press and hold the lock-off button 
and then squeeze the on/off 
trigger to start the tool.

Note: The cutting speed of the 
blade can be varied by the amount 
the on/off trigger is depressed.

3. �Move the jigsaw forward into the 
cut with light pressure. Allow the 
tool to do the work.

4. �To stop the jigsaw, release the on/off trigger. 

WARNING! ALLOW THE BLADE TO COME TO A 
COMPLETE STOP BEFORE LIFTING THE JIGSAW OUT 
OF THE CUT.

WARNING! ONLY USE BLADES APPROPRIATE TO THE 
MATERIAL BEING CUT. ONLY USE THE SUPPLIED 
TIMBER BLADE TO CUT TIMBER.

b.

a.

WARNING! ENSURE ALL WORKPIECES ARE 
SECURELY CLAMPED DOWN.



ONLINE MANUAL

Scan this QR Code with your 
mobile device to take you to 
the online manual.

Using The Splinter Guard

The splinter guard also comes pre-assembled on the unit and prevents 
the blade from tearing up the edges of the workpiece during use. It is 
particularly recommended for use when making curved cuts or when cutting 
thin, flexible materials.

Note: The base plate shoe must be removed when using the splinter 
guard.

1. �To attach the splinter guard, slide 
the front edge of the guard into 
the channel on the bottom side of 
the base plate and then press the 
back end of the guard into place.

2. �Ensure the splinter guard is flush with the base plate.

WARNING! DO NOT USE THE SPLINTER GUARD 
WHEN MAKING BEVEL CUTS WITH THE TOOL.

3. �To remove the guard, lift the back 
end of the splinter guard free 
of the base plate and then slide 
it out.

Installing A Blade

1. �Flip the blade guard out of the 
way.

2. �While holding the tool upside 
down, press and hold the tab on 
the blade lock clockwise.

3. �With the blade teeth 
facing towards the front 
of the tool, fully insert the 
blade into the lock.

Note: Ensure that the 
blade is sitting in between 
the guide rollers.

4. �Release the blade lock and pull on the blade to ensure it is fully secured.

5. �Flip the blade guard back into place before use.

Removing The Blade

1. �Flip the blade guard out of the 
way.

2. �While holding the tool upside 
down, press and hold the tab on 
the blade lock clockwise.

3. �Pull the blade out of the blade 
lock to remove it.

4. �Flip the blade guard back into place before use.

Using The Base Plate Shoe

The base plate shoe comes pre-assembled on the unit and helps to protect 
the workpiece from scratches during cutting. It should be used when cutting 
soft materials or materials prone to abrasions.

The base plate shoe must be removed in order to use the splinter guard 
effectively.

1. �To remove the base plate shoe, gently flex the tabs on the back end of the 
shoe to release it and then slide it off the base plate. 

2. �To re-attach the shoe, slide the front end of the base plate under the tabs 
at the front of the shoe, and then press the back end of the shoe into 
place.

Using The Dust Extraction Adaptor

The dust extraction adaptor can be used to connect a vacuum to the tool. 
This will allow you to remove dust and material chips while cutting. It can 
also be removed if it gets in the way.

1. �Install the dust extraction adaptor 
by pushing it into the channel on 
the back of the base plate.

2. �A Ø36mm vacuum hose can then 
be attached to the free end of the 
adaptor.

3. �To remove the adaptor, simply pull it free of the channels on the base 
plate of the tool.

Installing The Battery Pack

1. �Slide the battery into the tool 
base until it clicks into place.

Removing The Battery Pack

1. �Hold down the battery release 
button 

2. �Slide the battery out.

1. Safety Lock-Off Button
2. On/Off Trigger
3. Battery Seating
4. Dust Extraction Adaptor
5. Base Plate Shoe
6. Base Plate

7. Pendulum Setting Lever
8. Guide Roller
9. Timber T-Shank Blade
10. Splinter Guard
11. Tool-Free Blade Lock
12. Blade Guard

This tool is compatible with all batteries & chargers from the Ozito Power X Change 
range.

CORDLESS COMPACT JIGSAW

BATTERY & CHARGER

KNOW YOUR PRODUCT

1. FITTING THE BATTERY 3. FITTING THE BLADE2. FITTING ACCESSORIES

SETUP & PREPARATION OPERATION

b.

a.

a.
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b.

a.

b.
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WARNING! ENSURE THE TOOL IS SWITCHED 
OFF AND THE BATTERY IS REMOVED BEFORE 
PERFORMING ANY OF THE FOLLOWING TASKS.

WARNING! ENSURE THE TOOL IS SWITCHED 
OFF AND THE BATTERY IS REMOVED BEFORE 
PERFORMING ANY OF THE FOLLOWING TASKS.

WARNING! ENSURE THE BLADE IS REMOVED 
BEFORE INSTALLING OR REMOVING THE BASE 
PLATE SHOE.

WARNING! ENSURE THE BLADE IS REMOVED 
BEFORE INSTALLING OR REMOVING THE SPLINTER 
GUARD.

Adjusting The Base Plate for Bevel Cuts

1. �Remove the dust extraction adaptor if it is in place.

2. �Use a hex key to loosen (but not 
fully remove) the two bolts on the 
underside of the tool.

3. �Rotate the base plate until the 
desired bevel angle is achieved. 
There are angle measurements 
marked on the outer ring of the 
base plate channel as a guide.

Note: Ensure the teeth are 
securely engaged against the 
stopper.

4. �Re-tighten the bolts to lock the base plate in place.

Adjusting The Pendulum Cutting Setting

The pendulum cutting feature on the tool allows the blade to cut faster and 
more efficiently through thicker and/or softer materials. A rough guide on 
choosing the correct setting is provided in the table below.

1. �To increase the pendulum cutting 
action, rotate the pendulum 
setting lever anti-clockwise.

2. �To decrease the pendulum cutting action, rotate the lever clockwise to a 
lower setting.

1 - 
No Pendulum Action

for fine clean cuts on thin or hard materials

2 - 
Small Pendulum Action

for faster cutting on hard materials

3 - 
Medium Pendulum Action

for faster cutting on softer materials

4 - 
Large Pendulum Action

for fast cutting along the grain on soft materials.

PXCJS-018

4. CONTROLS

0

WARNING! ENSURE THE TOOL IS SWITCHED 
OFF AND THE BATTERY IS REMOVED BEFORE 
PERFORMING ANY OF THE FOLLOWING TASKS.

WARNING! FAILURE TO SECURE THE BASE PLATE 
ACCORDING TO THESE INSTRUCTIONS MAY LEAD 
TO SERIOUS INJURY.

WARNING! DO NOT USE THE SPLINTER GUARD 
WHEN MAKING BEVEL CUTS WITH THE TOOL.



Battery & Charger  
sold separately

SPECIFICATIONS
Input:		  18V
Chuck Size:	 13mm Keyless
No Load Speed:	 0-400 / 0-1,500/min
Torque Setting:	 21
Max. Torque:	 40Nm
Drilling Capacities: 	 32mm (Timber))
		  13mm (Metal)
Weight:		  1.07kg

DRILL DRIVER
INSTRUCTION MANUAL

ozito.com.au

PXDDS-180

STANDARD EQUIPMENT

Cordless 13mm Drill 
Driver

MAINTENANCE TROUBLESHOOTING

DESCRIPTION OF SYMBOLSSPARE PARTS
Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquiries@ozito.com.au

CARING FOR THE ENVIRONMENT

Battery protection system

The tool is equipped with the battery protection system, which helps to ensure a long service 
life.
The output power automatically cuts off during operation when the tool and/or battery are 
placed under the following situations: 
• 	 When the tool is overloaded:    
	� If this occurs, release the trigger switch and remove causes of overload, then pull the 

switch trigger again to restart. 
• 	 When the remaining battery capacity becomes low: 
	 Recharge the battery pack.
Note: �The battery protection system does not in any way damage the tool.
Note: �The indicated capacity may be lower than the actual level during use or immediately 

after using the tool.

Power tools that are no longer usable should not be disposed of with 
household waste but in an environmentally friendly way. Please recycle 
where facilities exist. Check with your local council authority for recycling 
advice.

Recycling packaging reduces the need for landfill and raw materials. Reuse 
of recycled material decreases pollution in the environment. Please recycle 
packaging where facilities exist. Check with your local council authority for 
recycling advice.

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

OZITO Australia/New Zealand (Head Office) 25 Fox Drive, Dandenong South, Victoria, Australia 3175.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.
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WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts.

ELECTRICAL SAFETY
WARNING! When using mains-powered tools, basic safety precautions, including the 
following, should always be followed to reduce risk of fire, electric shock, personal injury 
and material damage. 

Read the whole manual carefully and make sure you know how to switch the tool off in an 
emergency, before operating the tool. 
Save these instructions and other documents supplied with this tool for future reference.
The charger has been designed for 230V and 240V only. Always check that the power supply 
corresponds to the voltage on the rating plate.
Note: The supply of 230V and 240V on Ozito tools are interchangeable for Australia and New 
Zealand.

This tools charger is double insulated; therefore no earth wire is required.
Note: Double insulation does not take the place of normal safety precautions when 
operating this tool. The insulation system is for added protection against injury resulting 
from a possible electrical insulation failure within the tool.

If the supply cord is damaged, it must be replaced by an electrician or a power tool repairer in 
order to avoid a hazard.
The power supply for this products charger should be protected by a residual current device (rated 
at 30mA or less). A residual current device reduces the risk of electric shock.

GENERAL POWER TOOL SAFETY WARNINGS
WARNING! Read all safety warnings and all instructions. Failure to follow the 
warnings and instructions may result in electric shock, fire and/or serious injury. 
Save all warnings and instructions for future reference. The term “power tool” 

in the warnings refers to your mains-operated (corded) power tool or battery-operated 
(cordless) power tool.

1. Work area safety 
a. �Keep work area clean and well lit. Cluttered or dark areas invite accidents. 
b. �Do not operate power tools in explosive atmospheres, such as in the presence of 

flammable liquids, gases or dust. Power tools create sparks which may ignite the dust or 
fumes. 

c. �Keep children and bystanders away while operating a power tool. Distractions can cause 
you to lose control.

2. Electrical safety 
a. �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any 

adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock. 

b. �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges 
and refrigerators. There is an increased risk of electric shock if your body is earthed or 
grounded. 

c. �Do not expose power tools to rain or wet conditions. Water entering a power tool will 
increase the risk of electric shock. 

d. �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. 
Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled cords 
increase the risk of electric shock. 

e. �When operating a power tool outdoors, use an extension cord suitable for outdoor use. 
Use of a cord suitable for outdoor use reduces the risk of electric shock. 

3. Personal safety 
a. �Stay alert, watch what you are doing and use common sense when operating a power 

tool. Do not use a power tool while you are tired or under the influence of drugs, alcohol or 
medication. A moment of inattention while operating power tools may result in serious personal 
injury. 

b. �Use personal protective equipment. Always wear eye protection. Protective equipment such 
as dust mask, non-skid safety shoes, hard hat, or hearing protection used for appropriate 
conditions will reduce personal injuries. 

c. �Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energising power tools that have the switch on invites accidents. 

d. �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key 
left attached to a rotating part of the power tool may result in personal injury. 

e. �Do not overreach. Keep proper footing and balance at all times. This enables better control of 
the power tool in unexpected situations. 

f. �Dress properly. Do not wear loose clothing or jewellery. Keep your hair, clothing and gloves 
away from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g. �If devices are provided for the connection of dust extraction and collection facilities, 
ensure these are connected and properly used. Use of dust collection can reduce dust-
related hazards.

h. �Do not let familiarity gained from frequent use of tools allow you to become complacent 

and ignore tool safety principles. A careless action can cause severe injury within a fraction 
of a second.

4. Power tool use and care 
a. �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed. 
b. �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired. 
c. �Disconnect the plug from the power source and/or the battery pack from the power 

tool before making any adjustments, changing accessories, or storing power tools. Such 
preventive safety measures reduce the risk of starting the power tool accidentally. 

d. �Store idle power tools out of the reach of children and do not allow persons unfamiliar 
with the power tool or these instructions to operate the power tool. Power tools are 
dangerous in the hands of untrained users. 

e. �Maintain power tools. Check for misalignment or binding of moving parts, breakage of parts 
and any other condition that may affect the power tool’s operation. If damaged, have the power 
tool repaired before use. Many accidents are caused by poorly maintained power tools. 

f. �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting 
edges are less likely to bind and are easier to control. 

g. �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the 
power tool for operations different from those intended could result in a hazardous situation.

h. �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery 
handles and grasping surfaces do not allow for safe handling and control of the tool in 
unexpected situations.

5. Battery tool use and care
a. �Recharge only with the charger specified by the manufacturer. A charger that is suitable 

for one type of battery pack may create a risk of fire when used with another battery pack.
b. �Use power tools only with specifically designated battery packs. Use of any other battery 

packs may create a risk of injury and fire.
c. �When battery pack is not in use, keep it away from other metal objects, like paper clips, 

coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

d. �Under abusive conditions, liquid may be ejected from the battery; avoid contact. If 
contact accidentally occurs, flush with water. If liquid contacts eyes, additionally seek 
medical help. Liquid ejected from the battery may cause irritation or burns.

e. �Do not use a battery pack or tool that is damaged or modified. Damaged or modified 
batteries may exhibit unpredictable behaviour resulting in fire, explosion or risk of injury.

f. �Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or 
temperature above 130°C may cause explosion.

g. �Follow all charging instructions and do not charge the battery pack or tool outside the 
temperature range specified in the instructions. Charging improperly or at temperatures 
outside the specified range may damage the battery and increase the risk of fire.

6. Service
a. �Have your power tool serviced by a qualified repair person using only identical 

replacement parts. This will ensure that the safety of the power tool is maintained.
b. �Never service damaged battery packs. Service of battery packs should only be performed by 

the manufacturer or authorized service provider.

DRILL DRIVER SAFETY WARNINGS
WARNING! This appliance is not intended for use by persons (including 

children) with reduced physical, sensory or mental capabilities, or lack of 
experience and knowledge, unless they have been given supervision or instruction 

concerning use of the appliance by a person responsible for their safety.

•	 Wear ear protectors when drilling. Exposure to noise can cause hearing loss.
•	 Use auxiliary handle(s), if supplied with the tool. Loss of control can cause personal injury.
•	 Hold power tool by insulated gripping surfaces, when performing an operation where 

the drilling/screwing accessory may contact hidden wiring or its own cord. Accessories 
contacting a “live” wire may make exposed metal parts of the power tool “live” and could give 
the operator an electric shock. 

•	 Before drilling into walls, ceilings etc, ensure that there are no concealed power cables 
or pipes in the cavity.

•	 Accessories and tools get hot during operation, it’s recommended to wear gloves when 
handling them.

•	 Do not use this tool for prolonged periods of time. Take regular breaks. Use gloves to 
provide extra cushioning in order to avoid any injury from the vibrations of the tool.

•	 Always use safety glasses. Everyday glasses are not Safety Glasses.

�WARNING! Some dust created by power sanding, sawing, grinding, drilling and other 
construction activities contain chemicals known to cause cancer, birth defects or other 
reproductive harm. Some examples of these chemicals are: 
 
• Lead from lead-based paints 
• Crystalline silica from bricks and cement and other masonry products 
• Arsenic and chromium from chemically treated timber

Your risk from exposure to these chemicals varies, depending on how often you do this type of work. 
To reduce your exposure to these chemicals: work in a well ventilated area and work with approved 
safety equipment, such as dust masks that are specially designed to filter out microscopic particles.

LED lights do not illuminate on charger
Check the charging adaptor is securely plugged into the wall outlet.
Check the battery is firmly connected to the charging cradle. 
Check that the charging jack is securely connected to the charging cradle.

The battery has a short run time
Ensure the battery is properly charged. It will take 4-5 charging cycles before the battery 
reaches optimum charge and run time.

Variable speed trigger is locked
Ensure that the forward / reverse lever is in the correct position; pressed left for forwards 
direction, pressed right for backwards direction. If it is in between the two settings the 
variable speed trigger will be locked.

The drill is stripping the screw head
Ensure you are starting with a low torque setting and holding the drill securely onto the 
screw head. Increase the torque setting as required.

Drill has cut out during use
The battery charge could be completely depleted. Place the battery on the charging cradle 
for 3-5 hours.

Sparking visible through the housing air vents
A small amount of sparking may be visible through the housing vents. This is normal and 
does not indicate a problem.

1.	 When not in use, the drill should be stored in a dry, frost free location, keep 
out of children’s reach.

2.	 Keep ventilation slots of the drill clean at all times and prevent anything from 
entering.

3.	 If the housing of the drill requires cleaning, do not use solvents. Use of a cloth 
only is recommended.

4.	 Blow out the ventilation slots with compressed air periodically .

Note: Ozito Industries will not be responsible for any damage or injuries caused by 
repair of the drill by an unauthorised person or by mishandling.

Warning Read instruction manual
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4.  DRILLING

REV

FWD

2.  KEYLESS CHUCK1.  BATTERY INSTALLATION

REV

FWD

KNOW YOUR PRODUCT SETUP & PREPARATION

3.  CONTROLS 5.  HELPFUL TIPS

OPERATION

1st Gear 2nd Gear

a

b

1	 Keyless Chuck

2	 Torque Adjustment Collar

3	 Variable Speed Trigger

4	 LED Light 

5	 Battery Seating

6	 Belt Clip

7	 Forward/ Reverse Lever

DRILL DRIVER

1 2 3 4 65 7

ONLINE MANUAL 
Scan this QR Code with your 
mobile device to take you to the 
online manual.

BATTERY & CHARGER

This tool is compatible with all battery and chargers from the Ozito 
Power X Change Range.

Before starting to drill, perform a few simple checks.

3	� Secure the material to be drilled in a vice or clamp to stop it turning whilst 
drilling.

1	� Depress and release the variable 
speed trigger to ensure it is not 
locked on.

4	� Hold the drill firmly and place the 
bit at the point to be drilled.

2	� Check the forward/reverse lever 
is on desired setting.

5	� Depress the variable speed 
trigger to start the drill.

6	� Move the drill bit into the workpiece.

Note: �Do not force the drill or apply side pressure to elongate the hole. Let 
the drill do all the work.

3	� Drill into the material until the surface reaches the start of the tape..

1	� Measure along the drill bit to indicate 
the desired depth.

2	� Wrap a small piece of masking tape 
tightly around the drill bit.

Torque Settings

Drilling to a Preset Depth

Torque settings can alter the depth to which you can drill or drive into a surface. To 
determine the torque setting required to drive a screw perfectly flush to the work 
surface, follow the below steps.

A simple way of achieving a hole at a desired depth is to use masking tape. 

Note: �When drilling hard, smooth surfaces, use a centre punch to mark the desired 
hole location. This measure will prevent the drill bit from slipping off centre 
as you start the hole.

Note: �When drilling metals, use light oil on the drill bit to keep it from overheating. 
The oil will prolong the life of the bit and increase drilling action.

2	� If the clutch ratchets and makes 
a clicking sound before screw is 
flush, increase the collar setting and 
continue tightening.

1	� Set the torque collar 
to lowest setting and 
tighten the first screw.

3	� Repeat until you reach 
the correct setting/ 
screw depth. Use 
this setting for the 
remaining screws.

Forward/ Reverse Lever

Variable Speed Trigger

1	� For forward rotation, push the fwd/rev lever towards the left side of the drill. For 
reverse rotation push fwd/rev lever to the right.

1	� To start drilling squeeze the variable 
speed trigger.

2	� To stop drilling release the trigger.

Note: �The more the variable speed trigger is depressed, the faster the drill bit will 
rotate.

Adjusting Torque

Speed Control

1	� Rotate the torque collar to the desired setting.

The gear selector controls the speed of the drill. First gear allows slower drilling 
with more torque, while second gear is suitable when less torque but higher speed is 
required.

1	� Slide the switch forward to select 
first gear. 

2	� Slide the switch backward to select 
second gear.

Note: �Selecting a higher torque setting will allow the drill to use more torque to drive 
the screw in or out. To prevent damaging the screw head, it is recommended to 
start at a low torque setting and increase when necessary.

Installing a Drill Bit

Removing a Drill Bit

1	� Open the chuck by rotating the 
chuck collar and remove the 
drill bit.

2	� Insert the drill bit, 
making sure it 
is centred in the 
chuck.

4	� Pull on the bit to 
ensure it is firmly 
secured.

WARNING! DO NOT HANDLE ACCESSORIES WITHOUT 
GLOVES AS THEY ARE SHARP & CAN BECOME HOT 
AFTER USE, POTENTIALLY CAUSING INJURY.

1	� Rotate the chuck collar anti-
clockwise to open the chuck. 

3	� Tighten the chuck by turning the 
chuck collar clockwise.

WARNING! ENSURE THE TOOL IS SWITCHED OFF AND 
THE BATTERY IS REMOVED BEFORE PERFORMING ANY 
OF THE FOLLOWING TASKS.

Installing the Battery Pack

1	� Slide the battery into the drill base until it clicks into place.

Removing the Battery Pack

1	� Hold down the battery release button.

2	� Slide the battery out.



WARNING! Read all safety warnings, instructions, illustrations and specifications 
provided with this power tool. Failure to follow all instructions listed below may result in 
electric shock, fire and/or serious injury.

Save all warnings and instructions for future reference.
The term “power tool” in the warnings refers to your mains-operated (corded) power tool or 
battery-operated (cordless) power tool.
1) Work area safety
a) �Keep work area clean and well lit. Cluttered or dark areas invite accidents.
b) �Do not operate power tools in explosive atmospheres, such as in the presence of 

flammable liquids, gases or dust. Power tools create sparks which may ignite the dust or 
fumes.

c) �Keep children and bystanders away while operating a power tool. Distractions can cause 
you to lose control.

2) Electrical safety 
a) �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use 

any adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching 
outlets will reduce risk of electric shock.

b) �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges 
and refrigerators. There is an increased risk of electric shock if your body is earthed or 
grounded.

c) �Do not expose power tools to rain or wet conditions. Water entering a power tool will 
increase the risk of electric shock.

d) �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power 
tool. Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled 
cords increase the risk of electric shock.

e) �When operating a power tool outdoors, use an extension cord suitable for outdoor use. 
Use of a cord suitable for outdoor use reduces the risk of electric shock.

f) �If operating a power tool in a damp location is unavoidable, use a residual current device 
(RCD) protected supply. Use of an RCD reduces the risk of electric shock.

3) Personal safety
a) �Stay alert, watch what you are doing and use common sense when operating a power 

tool. Do not use a power tool while you are tired or under the influence of drugs, alcohol 
or medication. A moment of inattention while operating power tools may result in serious 
personal injury.

b) �Use personal protective equipment. Always wear eye protection. Protective equipment 
such as a dust mask, non-skid safety shoes, hard hat or hearing protection used for appropriate 
conditions will reduce personal injuries.

c) �Prevent unintentional starting. Ensure the switch is in the off-position before connecting 
to power source and/or battery pack, picking up or carrying the tool. Carrying power 
tools with your finger on the switch or energising power tools that have the switch on invites 
accidents.

d) �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key 
left attached to a rotating part of the power tool may result in personal injury.

e) �Do not overreach. Keep proper footing and balance at all times. This enables better control 
of the power tool in unexpected situations.

f) �Dress properly. Do not wear loose clothing or jewellery. Keep your hair and clothing away 
from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g) �If devices are provided for the connection of dust extraction and collection facilities, 
ensure these are connected and properly used. Use of dust collection can reduce dust-
related hazards.

h) �Do not let familiarity gained from frequent use of tools allow you to become complacent 
and ignore tool safety principles. A careless action can cause severe injury within a fraction 
of a second.

4) Power tool use and care
a) �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed.
b) �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired.
c) �Disconnect the plug from the power source and/or remove the battery pack, if 

detachable, from the power tool before making any adjustments, changing accessories, 
or storing power tools. Such preventive safety measures reduce the risk of starting the power 
tool accidentally.

d) �Store idle power tools out of the reach of children and do not allow persons unfamiliar 
with the power tool or these instructions to operate the power tool. Power tools are 
dangerous in the hands of untrained users.

e) �Maintain power tools and accessories. Check for misalignment or binding of moving 
parts, breakage of parts and any other condition that may affect the power tool’s 
operation. If damaged, have the power tool repaired before use. Many accidents are 
caused by poorly maintained power tools.

f) �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control.

g) �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the 
power tool for operations different from those intended could result in a hazardous situation.

h) �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery 
handles and grasping surfaces do not allow for safe handling and control of the tool in 
unexpected situations.

5) Battery tool use and care
a) �Recharge only with the charger specified by the manufacturer. A charger that is suitable 

for one type of battery pack may create a risk of fire when used with another battery pack.
b) �Use power tools only with specifically designated battery packs. Use of any other battery 

packs may create a risk of injury and fire.
c) �When battery pack is not in use, keep it away from other metal objects, like paper clips, 

coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

d) �Under abusive conditions, liquid may be ejected from the battery; avoid contact. If 
contact accidentally occurs, flush with water. If liquid contacts eyes, additionally seek 
medical help. Liquid ejected from the battery may cause irritation or burns.

e) �Do not use a battery pack or tool that is damaged or modified. Damaged or modified 
batteries may exhibit unpredictable behaviour resulting in fire, explosion or risk of injury.

f) �Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or 
temperature above 130 °C may cause explosion.

g) �Follow all charging instructions and do not charge the battery pack or tool outside the 
temperature range specified in the instructions. Charging improperly or at temperatures 
outside the specified range may damage the battery and increase the risk of fire.

6) Service
a) �Have your power tool serviced by a qualified repair person using only identical 

replacement parts. This will ensure that the safety of the power tool is maintained.
b) �Never service damaged battery packs. Service of battery packs should only be performed by 

the manufacturer or authorized service providers.

SPECIFICATIONS
Input:			   18V
Air Flow: 			  13.5 L/sec
Dust Canister Capacity:	 540ml
Suction Power:		                   42mbar (4.2kPa)
Weight:			   0.85kg

CORDLESS
HAND VACUUM
INSTRUCTION MANUAL

ozito.com.au

Cordless Vacuum

Brush Tool

Crevice Tool

CARING FOR THE ENVIRONMENT

TROUBLESHOOTING

Power tools that are no longer usable should not be disposed of with household 
waste but in an environmentally friendly way. Please recycle where facilities exist. 
Check with your local council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw materials. Reuse of 
recycled material decreases pollution in the environment. Please recycle packaging 
where facilities exist. Check with your local council authority for recycling advice.

Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquires@ozito.com.au

SPARE PARTS

 GENERAL POWER TOOL SAFETY WARNINGS

 ELECTRICAL SAFETY

• 	� Keep air intake clean and air vents free of debris to avoid overheating the motor.

• 	� Do not use cleaning agents to clean the plastic parts of the tool.  
A mild detergent on a damp cloth is recommended. Water must never come into contact with 
the tool.

• 	� If the vacuum vibrates abnormally, stop motor immediately. Abnormal vibration usually 
indicates a mechanical problem continued operation could lead to injury or damage.

WARNING! ALWAYS ENSURE THE TOOL HAS 
COMPLETELY STOPPED AND THE BATTERY IS 
REMOVED PRIOR TO ANY MAINTENANCE.

Problem Cause Remedy
Vacuum is not 
starting

Battery is low in charge Charge battery

Battery not inserted 
properly

Insert battery pack correctly

Possible clogging �Clean the dust canister and filter cartridge.

Vacuum is not 
operating at 
full capacity

Possible clogging Clean the dust canister and filter cartridge.

Motor 
stops while 
vacuuming

Battery has no power Charge battery

Note: Ozito Industries will not be responsible for any damage or injuries caused by the repair of the 
vacuum by an unauthorised person or by mishandling of the vacuum. This tool is designed for DIY 
use - use in commercial or industrial environments will void the warranty.

Mounting BracketDESCRIPTION OF SYMBOLS

MAINTENANCE

Warning

Regulatory Compliance Mark
(RCM)

Wear eye, ear & breathing 
protection

V Volts

ml Millilitre

mbar

kpa

L

Milibar

Kilopascal

Litre

Direct Current

Read Instruction Manual

 VACUUM SAFETY WARNINGS
WARNING! 
When using the equipment, a few safety precautions must be observed to avoid injuries and damage. Please read 
the complete operating manual with due care. Keep this manual in a safe place so that the information is available 
at all times. If you give the equipment to any other person, give them these operating instructions as well.

We cannot accept any liability for damage or accidents which arise due to a failure to follow these instructions and the 
safety information.

This appliance is not intended for use by persons (including children) with reduced physical, sensory or mental 
capabilities, or lack of experience and knowledge, unless they have been given supervision or instruction concerning use of 
the appliance by a person responsible for their safety.

• Do not aim the hose at other persons or animals.
• Never pick up asbestos or asbestos dust.
• Wood dust and shavings in a confined area can give rise to fire or an explosion.
• Guard against possible ignition sources.
• �Do not pick up any material that is burning or smouldering such as metal grinding dust, 

cigarette ends, matches etc.
• Do not vacuum dry matter without the cartridge filter assembled.

• Always switch the unit off before changing attachments, filters and emptying the tank.
• �Always check that the filter is clear and not blocked. Keep all openings clear of any 

blockages.
• �The equipment is to be used only for its prescribed purpose. Any other use is deemed to 

be a case of misuse. The user / operator and not the manufacturer will be liable for any 
damage or injuries of any kind caused as a result of this.

For best performance, empty the dust canister and clean the filter after each 
use.

2	� Remove the dust canister by 
pulling the top of the container 
away from the vacuum 
housing.

1	� Press and hold the dust 
canister release button.

3	� Pull the filter cartridge out 
from the dust canister. Empty 
the debris into a bin and rinse 
the filter with cold water and 
allow to air dry.

4	� Place the filter back into the 
dust canister, then refit the 
dust canister by first placing 
the lower edge onto the 
locating recess and then push 
the top in until it clicks into 
place.

Cleaning the Filter Cartridge

PXHVS-250

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.

0325

WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts, for example: crevice tool.

OZITO 25 Fox Drive, Dandenong South, VIC 3175, Australia.

STANDARD EQUIPMENT

WARNING! When using electric tools basic safety precautions should always be followed to 
reduce the risk of fire, electric shock and personal injury. Read the whole manual carefully 
and make sure you know how to switch the tool off in an emergency, before operating the 

tool. Save these instructions and other documents supplied with this tool for future reference.
- This appliance is not intended for use by persons (including children) with reduced physical, sensory 
or mental capabilities, or lack of experience and knowledge, unless they have been given supervision or 
instruction concerning use of the appliance by a person responsible for their safety. 
- Children should be supervised to ensure that they do not play with the appliance.
- This appliance is compatible and only to be used with all batteries & chargers from the Ozito PXC 
range. 
- Refer to the PXC battery and charger manuals for information regarding charging, use and storage.    

WARNING! Always remove the battery from the tool:
-when the batteries are to be charged,
-when the tool is left unattended,
-when the tool is being checked, cleaned, or having maintenance work done,
-when the tool is to be stored,
or if the tool vibrates abnormally.
-Do not combine different types of batteries or new and used batteries.
-Do not use modified or damaged batteries.
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4.  OPERATION

Vacuuming

The vacuum is ideal for dirt, clippings and other debris.

WARNING! ENSURE THE VACUUM INLET IS NOT 
BLOCKED DURING USE.

2	� Move the vacuum slowly to 
allow the dust or debris to be 
lifted.

Note: �Forcing the vacuum to move too fast over the dust and debris will 
clog the nozzle of the dust canister.

1	� Hold the vacuum firmly and 
switch the vacuum on.

1.  FITTING THE BATTERY

Using The Wall Mount

1	� Place the mounting bracket against a wall and use screws to fasten it to 
the wall. 

Note: Use the appropriate screw type for the surface you are attaching the 
bracket to. The recommended screw size is 4mm in diameter and at least 
50mm long.

2	� To store the vacuum, place the handle on the mounting bracket securely.

Inserting & Removing The Battery

1	� Align the ribs of the battery with the recess at the rear of the vacuum and 
push in until it clicks into place.

2	� To remove, press and hold the battery release tab and pull the battery 
away from the vacuum.

a

b

KNOW YOUR PRODUCT

3.  CONTROLS2.  ASSEMBLY

SETUP & PREPARATION OPERATION

Attaching Accessories

CORDLESS HAND VACUUM

ACCESSORIES

1 2 3 4

7

5

8 9

6

1	 Nozzle

2	 Dust Canister

3	� Dust Canister Release Button

4	 On/Off Switch

5	 Sure Grip Handle

6	 Battery Seating

7	� Brush Tool

8	 Crevice Tool

9	 Mounting Bracket

2	� To remove simply pull the 
accessory away from the 
vacuum nozzle.

Note: �Accessories like the Brush Tool and Crevice Tool, can be attached to 
the nozzle following the same procedure.

1	� Align the accessory with the 
vacuum nozzle and push into 
place.

Switching On and Off

WARNING! DO NOT PUT PART OF YOUR BODY SUCH 
AS HANDS AND FINGERS NEAR THE INLET OPENING.

2	� To stop the vacuum push the 
on/off switch backward into 
the off position.

1	� To start the vacuum push the 
on/off switch forward into the 
on position.

CAUTION: ENSURE THE ON/OFF SWITCH IS IN THE 
OFF POSITION BEFORE ATTACHING A BATTERY TO THE 
TOOL.

WARNING! ENSURE THE TOOL IS SWITCHED OFF AND 
THE BATTERY IS REMOVED BEFORE PERFORMING ANY 
OF THE FOLLOWING TASKS.

ONLINE MANUAL 
Scan this QR Code with your 
mobile device to take you to the 
online manual.

BATTERY & CHARGER

This tool is compatible with all battery and chargers from the Ozito 
PXC Range.



SPECIFICATIONS
Voltage:		  18V
No Load Speed: 		 0-2300/min
Chuck Size:		 6.35mm (1/4”) Hex
Impact Rate:		 0-2900/min
Max. Torque:		 150Nm
Weight:		  1.17kg

IMPACT DRIVER
INSTRUCTION MANUAL

ozito.com.au

STANDARD EQUIPMENT

Impact Driver

TROUBLESHOOTING

Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquiries@ozito.com.au

SPARE PARTS

LED lights do not illuminate on charger
Check the charging adaptor is securely plugged into the wall out let.
Check the battery is firmly connected to the charging cradle. 

Check that the charging jack is securely connected to the charging cradle.

The battery has a short run time
Ensure the battery is properly charged. It will take 4-5 charging cycles before the battery 
reaches optimum charge and run time. On the initial charge, the battery requires 5 hours 
of charging. Subsequent charging only requires 3-5 hours.

Sparking visible through the housing vents
A small amount of sparking may be visible through the housing vents.  
This is normal and does not indicate a problem.

Variable speed trigger is locked
Ensure that the forward / reverse lever is in the correct position; pressed left for 
forwards direction, pressed right for backwards direction. If it is in between the two 
settings the variable speed trigger will be locked.

The Impact Driver is stripping the screw head
Ensure you are not applying to much force to the screw. Decrease the force by using a 
slower trigger speed.

MAINTENANCE

• �After each use, blow air through the tool housing to ensure it is free from all dust, 
dirt, etc. Build up of dust, dirt particles may cause the tool to overheat and shorten 
the life of the tool. 

• �If the housing of the impact driver requires cleaning, do not use solvents but a moist 
soft cloth or soft brush only. 

• �Never let any liquid get inside the tool, never immerse any part of the tool into liquid.
• �When not in use, the impact driver should be stored in a dry, frost free location not 

within the reach of children.

WARNING! ALWAYS ENSURE THE TOOL HAS 
COMPLETELY STOPPED AND THE BATTERY IS 
REMOVED PRIOR TO ANY MAINTENANCE.

Note: Ozito Industries will not be responsible for any damage or injuries caused by 
the repair of the impact driver by an unauthorised person or by mishandling of the 
impact driver.

Battery protection system

The tool is equipped with the battery protection system, which helps to ensure a long service 
life.

The output power automatically cuts off during operation when the tool and/or battery are 
placed under the following situations: 

• 	 When the tool is overloaded:    

	� If this occurs, release the trigger switch and remove causes of overload, then pull the 
switch trigger again to restart. 

• 	 When the remaining battery capacity becomes low: 

	 Recharge the battery pack.

PXIDS-300

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

OZITO Australia/New Zealand (Head Office) 25 Fox Drive, Dandenong South, Victoria, Australia 3175.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.
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WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts.

Power tools that are no longer usable should not be disposed of with 
household waste but in an environmentally friendly way. Please recycle 
where facilities exist. Check with your local council authority for recycling 
advice.

Recycling packaging reduces the need for landfill and raw materials. 
Reuse of recycled material decreases pollution in the environment. Please 
recycle packaging where facilities exist. Check with your local council 
authority for recycling advice.

DESCRIPTION OF SYMBOLS

CARING FOR THE ENVIRONMENT

Warning 

Read instruction manual

Ø      Diameter     

 mA    Milliamperes   

Double insulated 

Ah    Amp hour

Regulatory Compliance 
Mark (RCM)     

Nm    Newton Meters   no     No load speed

  V     Volts               Hz     Hertz

ac/~     Alternating current             W     Watts

      Direct current 

 

dc/

ELECTRICAL SAFETY
WARNING! When using mains-powered tools, basic safety precautions, including the 
following, should always be followed to reduce risk of fire, electric shock, personal injury 
and material damage. 

Read the whole manual carefully and make sure you know how to switch the tool off in an 
emergency, before operating the tool. 
Save these instructions and other documents supplied with this tool for future reference.
The charger has been designed for 230V and 240V only. Always check that the power supply 
corresponds to the voltage on the rating plate.
Note: The supply of 230V and 240V on Ozito tools are interchangeable for Australia and New 
Zealand.

This tools charger is double insulated; therefore no earth wire is required.
Note: Double insulation does not take the place of normal safety precautions when 
operating this tool. The insulation system is for added protection against injury resulting 
from a possible electrical insulation failure within the tool.

If the supply cord is damaged, it must be replaced by an electrician or a power tool repairer in 
order to avoid a hazard.
The power supply for this products charger should be protected by a residual current device (rated 
at 30mA or less). A residual current device reduces the risk of electric shock.

GENERAL POWER TOOL SAFETY WARNINGS
WARNING! Read all safety warnings and all instructions. Failure to follow the 
warnings and instructions may result in electric shock, fire and/or serious injury. 
Save all warnings and instructions for future reference. The term “power tool” 

in the warnings refers to your mains-operated (corded) power tool or battery-operated 
(cordless) power tool.

1. Work area safety 
a. �Keep work area clean and well lit. Cluttered or dark areas invite accidents. 
b. �Do not operate power tools in explosive atmospheres, such as in the presence of 

flammable liquids, gases or dust. Power tools create sparks which may ignite the dust or 
fumes. 

c. �Keep children and bystanders away while operating a power tool. Distractions can cause 
you to lose control.

2. Electrical safety 
a. �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any 

adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock. 

b. �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges 
and refrigerators. There is an increased risk of electric shock if your body is earthed or 
grounded. 

c. �Do not expose power tools to rain or wet conditions. Water entering a power tool will 
increase the risk of electric shock. 

d. �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. 
Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled cords 
increase the risk of electric shock. 

e. �When operating a power tool outdoors, use an extension cord suitable for outdoor use. 
Use of a cord suitable for outdoor use reduces the risk of electric shock. 

3. Personal safety 
a. �Stay alert, watch what you are doing and use common sense when operating a power 

tool. Do not use a power tool while you are tired or under the influence of drugs, alcohol or 
medication. A moment of inattention while operating power tools may result in serious personal 
injury. 

b. �Use personal protective equipment. Always wear eye protection. Protective equipment such 
as dust mask, non-skid safety shoes, hard hat, or hearing protection used for appropriate 
conditions will reduce personal injuries. 

c. �Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energising power tools that have the switch on invites accidents. 

d. �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key 
left attached to a rotating part of the power tool may result in personal injury. 

e. �Do not overreach. Keep proper footing and balance at all times. This enables better control of 
the power tool in unexpected situations. 

f. �Dress properly. Do not wear loose clothing or jewellery. Keep your hair, clothing and gloves 
away from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g. �If devices are provided for the connection of dust extraction and collection facilities, 
ensure these are connected and properly used. Use of dust collection can reduce dust-
related hazards.

h. �Do not let familiarity gained from frequent use of tools allow you to become complacent 

and ignore tool safety principles. A careless action can cause severe injury within a fraction 
of a second.

4. Power tool use and care 
a. �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed. 
b. �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired. 
c. �Disconnect the plug from the power source and/or the battery pack from the power 

tool before making any adjustments, changing accessories, or storing power tools. Such 
preventive safety measures reduce the risk of starting the power tool accidentally. 

d. �Store idle power tools out of the reach of children and do not allow persons unfamiliar 
with the power tool or these instructions to operate the power tool. Power tools are 
dangerous in the hands of untrained users. 

e. �Maintain power tools. Check for misalignment or binding of moving parts, breakage of parts 
and any other condition that may affect the power tool’s operation. If damaged, have the power 
tool repaired before use. Many accidents are caused by poorly maintained power tools. 

f. �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting 
edges are less likely to bind and are easier to control. 

g. �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the 
power tool for operations different from those intended could result in a hazardous situation.

h. �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery 
handles and grasping surfaces do not allow for safe handling and control of the tool in 
unexpected situations.

5. Battery tool use and care
a. �Recharge only with the charger specified by the manufacturer. A charger that is suitable 

for one type of battery pack may create a risk of fire when used with another battery pack.
b. �Use power tools only with specifically designated battery packs. Use of any other battery 

packs may create a risk of injury and fire.
c. �When battery pack is not in use, keep it away from other metal objects, like paper clips, 

coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

d. �Under abusive conditions, liquid may be ejected from the battery; avoid contact. If 
contact accidentally occurs, flush with water. If liquid contacts eyes, additionally seek 
medical help. Liquid ejected from the battery may cause irritation or burns.

e. �Do not use a battery pack or tool that is damaged or modified. Damaged or modified 
batteries may exhibit unpredictable behaviour resulting in fire, explosion or risk of injury.

f. �Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or 
temperature above 130°C may cause explosion.

g. �Follow all charging instructions and do not charge the battery pack or tool outside the 
temperature range specified in the instructions. Charging improperly or at temperatures 
outside the specified range may damage the battery and increase the risk of fire.

6. Service
a. �Have your power tool serviced by a qualified repair person using only identical 

replacement parts. This will ensure that the safety of the power tool is maintained.
b. �Never service damaged battery packs. Service of battery packs should only be performed by 

the manufacturer or authorized service provider.

IMPACT DRIVER SAFETY WARNINGS
WARNING! This appliance is not intended for use by persons (including 
children) with reduced physical, sensory or mental capabilities, or lack of 
experience and knowledge, unless they have been given supervision or instruction 

concerning use of the appliance by a person responsible for their safety.

•	 Wear ear protectors when impact drilling. Exposure to noise can cause hearing loss.
•	 Use auxiliary handle(s), if supplied with the tool. Loss of control can cause personal injury.
•	 Hold power tool by insulated gripping surfaces, when performing an operation where 

the drilling/screwing accessory may contact hidden wiring or its own cord. Accessories 
contacting a “live” wire may make exposed metal parts of the power tool “live” and could give 
the operator an electric shock. 

•	 Before drilling into walls, ceilings etc, ensure that there are no concealed power cables 
or pipes in the cavity.

•	 Accessories and tools get hot during operation, it’s recommended to wear gloves when 
handling them.

•	 Do not use this tool for prolonged periods of time. Take regular breaks. Use gloves to 
provide extra cushioning in order to avoid any injury from the vibrations of the tool.

•	 Always use safety glasses. Everyday glasses are not Safety Glasses.

�WARNING! Some dust created by power sanding, sawing, grinding, drilling and other 
construction activities contain chemicals known to cause cancer, birth defects or other 
reproductive harm. Some examples of these chemicals are: 
 
• Lead from lead-based paints 
• Crystalline silica from bricks and cement and other masonry products 
• Arsenic and chromium from chemically treated timber

Your risk from exposure to these chemicals varies, depending on how often you do this type of work. 
To reduce your exposure to these chemicals: work in a well ventilated area and work with approved 
safety equipment, such as dust masks that are specially designed to filter out microscopic particles.



KNOW YOUR PRODUCT SETUP & PREPARATION

1.  ATTACHING ACCESSORIES
IMPACT DRIVER

1 2 3 4 5

1	 Quick Release Chuck

2	 Tri-Beam LED Light

3	 Variable Speed Trigger

4	 Belt Clip

5	 Forward/ Reverse Lever

1	� Pull the chuck sleeve forward.

3	� Release the drive bit chuck 
sleeve then pull on the bit to 
ensure it is firmly in place.

4	� To remove, pull the chuck sleeve 
forward & remove the driving bit.

2	� Insert the hex shank of the 
appropriate (1/4”) driver bit.

WARNING! ENSURE THE TOOL IS SWITCHED OFF AND 
THE BATTERY IS REMOVED BEFORE PERFORMING ANY 
OF THE FOLLOWING TASKS.

WARNING! DO NOT HANDLE ACCESSORIES WITHOUT 
GLOVES AS THEY ARE SHARP AND CAN BECOME HOT 
AFTER USE, POTENTIALLY CAUSING PERSONAL INJURY.

b

a

b

a

Inserting & Removing Accessories

ONLINE MANUAL 
Scan this QR Code with your 
mobile device to take you to the 
online manual.

BATTERY & CHARGER

This tool is compatible with all battery and chargers from the Ozito 
Power X Change Range.

2.  BATTERY INSTALLATION 3.  CONTROLS

OPERATION

Variable Speed Trigger

3	� Control the speed by adjusting the 
amount of pressure applied to the 
trigger.

1	� To start the driver, squeeze the 
variable speed trigger.

2	� Release the variable speed 
trigger to stop the driver.

Forward/Reverse Lever

2	� To remove screws and bolts, push 
the fwd/rev lever hard right.

1	� To drive screws and bolts, push 
the fwd/rev lever hard left.

REV

FWD

4.  DRIVING PROCEDURE

PXIDS-300

2	� Check the forward/reverse lever 
is on desired setting.

1	� Depress and release the on/off 
trigger to ensure it is not locked.

4	� Hold the driver firmly 
against the fastener to 
stop it slipping.

3	� Ensure the work piece is secured 
to stop it turning whilst driving.

REV

FWD

REV

FWD

Note: Do not force the driver or apply side pressure to elongate the hole. 
Let the impact driver do the work.

5	� Lightly squeeze the variable 
speed trigger to start the driver.

6	� Slowly increase pressure 
on trigger to appropriate 
torque for circumstances 
until screw or bolt is 
tightened.

Slower Faster

Installing the Battery Pack

1	� Slide the battery into the drill base until it clicks into place.

Removing the Battery Pack

1	� Hold down the battery release button.

2	� Slide the battery out.



STANDARD EQUIPMENT

PXMSS-700

INSTRUCTION MANUAL

SPECIFICATIONS
Input:	 18V
No Load Speed: 	 12,000/min
Pad Size: 	 150x150x100mm
Paper Fitment: 	 Hook & Loop
Weight: 	 0.75kg

ozito.com.au
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ELECTRICAL SAFETY

GENERAL POWER TOOL SAFETY WARNINGS
WARNING! Read all safety warnings and all instructions. Failure to follow the 
warnings and instructions may result in electric shock, fire and/or serious injury. 
Save all warnings and instructions for future reference. The term “power tool” in the 

warnings refers to your mains-operated (corded) power tool or battery-operated (cordless) 
power tool.

1. Work area safety 
a. �Keep work area clean and well lit. Cluttered or dark areas invite accidents. 
b. �Do not operate power tools in explosive atmospheres, such as in the presence of flammable 

liquids, gases or dust. Power tools create sparks which may ignite the dust or fumes. 
c. �Keep children and bystanders away while operating a power tool. Distractions can cause you 

to lose control.

2. Electrical safety 
a. �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any 

adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock. 

b. �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges and 
refrigerators. There is an increased risk of electric shock if your body is earthed or grounded. 

c. �Do not expose power tools to rain or wet conditions. Water entering a power tool will increase 
the risk of electric shock. 

d. �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. 
Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled cords 
increase the risk of electric shock. 

e. �When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use 
of a cord suitable for outdoor use reduces the risk of electric shock. 

f. �If operating a power tool in a damp location is unavoidable, use a residual current device 
(RCD) protected supply. Use of an RCD reduces the risk of electric shock.

3. Personal safety 
a. �Stay alert, watch what you are doing and use common sense when operating a power 

tool. Do not use a power tool while you are tired or under the influence of drugs, alcohol or 
medication. A moment of inattention while operating power tools may result in serious personal 
injury. 

b. �Use personal protective equipment. Always wear eye protection. Protective equipment such 
as dust mask, non-skid safety shoes, hard hat, or hearing protection used for appropriate 
conditions will reduce personal injuries. 

c. �Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energising power tools that have the switch on invites accidents. 

d. �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key left 
attached to a rotating part of the power tool may result in personal injury. 

e. �Do not overreach. Keep proper footing and balance at all times. This enables better control of 
the power tool in unexpected situations. 

f. �Dress properly. Do not wear loose clothing or jewellery. Keep your hair, clothing and gloves away 
from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g. �If devices are provided for the connection of dust extraction and collection facilities, ensure 
these are connected and properly used. Use of dust collection can reduce dust-related 
hazards.

h. �Do not let familiarity gained from frequent use of tools allow you to become complacent and 
ignore tool safety principles. A careless action can cause severe injury within a fraction of a 
second.

4. Power tool use and care 
a. �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed. 
b. �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired. 
c. �Disconnect the plug from the power source and/or the battery pack from the power 

tool before making any adjustments, changing accessories, or storing power tools. Such 
preventive safety measures reduce the risk of starting the power tool accidentally. 

d. �Store idle power tools out of the reach of children and do not allow persons unfamiliar with 
the power tool or these instructions to operate the power tool. Power tools are dangerous in 
the hands of untrained users. 

e. �Maintain power tools. Check for misalignment or binding of moving parts, breakage of parts 
and any other condition that may affect the power tool’s operation. If damaged, have the power 
tool repaired before use. Many accidents are caused by poorly maintained power tools. 

f. �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control. 

g. �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the power 
tool for operations different from those intended could result in a hazardous situation.

h. �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery handles 
and grasping surfaces do not allow for safe handling and control of the tool in unexpected 
situations.

5. Battery tool use and care
a. �Recharge only with the charger specified by the manufacturer. A charger that is suitable for 

one type of battery pack may create a risk of fire when used with another battery pack.
b. �Use power tools only with specifically designated battery packs. Use of any other battery 

packs may create a risk of injury and fire.
c. �When battery pack is not in use, keep it away from other metal objects, like paper clips, 

coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

d. �Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact 
accidentally occurs, flush with water. If liquid contacts eyes, additionally seek medical help. 
Liquid ejected from the battery may cause irritation or burns.

e. �Do not use a battery pack or tool that is damaged or modified. Damaged or modified 
batteries may exhibit unpredictable behaviour resulting in fire, explosion or risk of injury.

f. �Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or 
temperature above 130°C may cause explosion.

g. �Follow all charging instructions and do not charge the battery pack or tool outside the 
temperature range specified in the instructions. Charging improperly or at temperatures 
outside the specified range may damage the battery and increase the risk of fire.

6. Service
a. �Have your power tool serviced by a qualified repair person using only identical replacement 

parts. This will ensure that the safety of the power tool is maintained.
b. �Never service damaged battery packs. Service of battery packs should only be performed by 

the manufacturer or authorized service provider.

DETAIL SANDER SAFETY WARNINGS
WARNING! This appliance is not intended for use by persons (including children) 
with reduced physical, sensory or mental capabilities, or lack of experience and 
knowledge, unless they have been given supervision or instruction concerning use of the 

appliance by a person responsible for their safety.

•	 Always secure the workpiece by clamping it to a stable platform before sanding.
•	 Disposing of dust. Be extremely careful of dust disposal, materials in fine particle form may 

be explosive. Do not throw sanding dust on an open fire. Spontaneous combustion, may in 
time, result from a mixture of oil or water with dust particles.

•	 Always wear eye protection and a dust mask for dusty applications and when sanding 
overhead. Sanding particles can be absorbed by your eyes and inhaled easily and may cause 
health complications.

•	 Hold the power tool by insulated gripping surfaces, because the sanding surface may 
contact its own cord. Cutting a “live” wire may make exposed metal parts of the power tool 
“live” and could give the operator an electric shock. 

•	 Use special precautions when sanding chemically pressure treated timber, paint that may 
be lead based, or any other materials that may contain carcinogens. A suitable breathing 
respirator and protective clothing must be worn by all persons entering the work area. 
Work should be sealed by plastic sheeting and persons not protected should be kept out 
until work area is thoroughly cleaned.

•	 Do not ‘wet sand’ with this sander. Liquids entering the motor housing are an electrical 
shock hazard.

•	 Do not use sandpaper intended for larger sanding pads. Larger sandpaper will extend 
beyond the sanding pad causing snagging, tearing of the paper or kick-back. Extra paper 
extending beyond the sanding pad can also cause serious lacerations.

•	 Where possible, use clamps or a vice to hold the workpiece. It is safer than using your 
hand.

•	 Avoid using power tools for long periods of time without breaks. Vibration from tools can be 
transmitted into your hands and arms. 

•	 Some dust created by power sanding, sawing, grinding, drilling and other construction 
activities contain chemicals known to cause cancer, birth defects or other reproductive 
harm. 
 
Some examples of these chemicals are: 
- Lead from lead-based paints; 
- Crystalline silica from bricks, cement and other masonry products, and; 
- Arsenic and chromium from chemically-treated timber. 
 
Your risk from these exposures varies, depending on how often you do this type of work. 
To reduce your exposure to these chemicals: work in a well ventilated area and work with 
approved safety equipment, such as dust masks that are specially designed to filter out 
microscopic particles.

Cordless Detail Sander

Dust Extraction Adaptor

6 x Sandpaper

MAINTENANCE DESCRIPTION OF SYMBOLS

Warning

Regulatory Compliance Mark
(RCM)

V Volts

mm  Millimetre

n0

/min

No load speed

Revolutions per minute

Wear eye, ear and 
breathing protection

Read Instruction Manual

Direct Current

Power tools that are no longer usable should not be disposed 
of with household waste but in an environmentally friendly 
way. Please recycle where facilities exist. Check with your local 
council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw 
materials. Reuse of recycled material decreases pollution in the 
environment. Please recycle packaging where facilities exist. 
Check with your local council authority for recycling advice.

CARING FOR THE ENVIRONMENT

SPARE PARTS

Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquiries@ozito.com.au

DETAIL
SANDER

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

OZITO 25 Fox Drive, Dandenong South, Victoria, Australia 3175.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.

WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts.

WARNING! BEFORE CLEANING OR CARRYING OUT 
ANY MAINTENANCE PROCEDURE, ENSURE THAT 
THE BATTERIES HAVE BEEN REMOVED.

Cleaning

•	 Keep the ventilation slots of the tool clean at all times to ensure efficient 
operation.

•	 After each use, blow air through the tool housing to ensure it is free from 
all dust, dirt, etc. Build up of dust or dirt particles may cause the tool to 
overheat and shorten the life of the tool.

•	 If the housing of the tool requires cleaning, do not use solvents. Use of a 
cloth only is recommended. 

•	 Never allow any liquid to get inside the tool, never immerse any part of 
the tool into liquid.

Storage

When not in use, the tool should be stored in a dry, frost free location, keep 
out of children’s reach.

Note: Ozito Industries will not be responsible for any damage or 	
injuries caused by repair of the tool by an unauthorised person or by 
mishandling.

WARNING! When using electric tools basic safety precautions should always be followed to 
reduce the risk of fire, electric shock and personal injury. Read the whole manual carefully and 
make sure you know how to switch the tool off in an emergency, before operating the tool. Save 
these instructions and other documents supplied with this tool for future reference.

- This appliance is not intended for use by persons (including children) with reduced physical, sensory 
or mental capabilities, or lack of experience and knowledge, unless they have been given supervision or 
instruction concerning use of the appliance by a person responsible for their safety. 
- Children should be supervised to ensure that they do not play with the appliance.
- This appliance is compatible and only to be used with all batteries & chargers from the Ozito PXC 
range. 
- Refer to the PXC battery and charger manuals for information regarding charging, use and storage.    

WARNING! Always remove the battery from the tool:
-when the batteries are to be charged,
-when the tool is left unattended,
-when the tool is being checked, cleaned, or having maintenance work done,
-when the tool is to be stored,
or if the tool vibrates abnormally.
-Do not combine different types of batteries or new and used batteries.
-Do not use modified or damaged batteries.
-If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly 
qualified persons in order to avoid a hazard.



ONLINE MANUAL

Scan this QR Code with your 
mobile device to take you to 
the online manual.

Attaching Sandpaper

1.  �Align the holes on the sheet with the holes and press the sanding sheet 
firmly onto the hook and loop sanding pad.

2. �To remove the sanding sheet simply peel the sheet off the pad..

Installing The Dust Canister

1. �Align the hole in the dust 
canister with the outlet and push 
in until it clicks into place.

2. �To remove, simply pull the dust canister 
away from the sander.

Using The Dust Extraction Adaptor

1. �With the dust canister removed, 
slide the dust extraction adaptor 
onto the outlet with the cutout 
facing down.

2. �A dust extractor pipe can then be connected to the adaptor. 

Installing The Battery Pack

1. �Align the ribs of the battery with the 
recess below the handle. Slide the battery 
into the seating until it clicks into place.

2. �To remove, hold down the battery 
release button and then slide the 
battery out.

Switching The Sander On / Off

1. �To start the sander press the on/off 
switch into the on position “I”.

2. �To stop operation, press the on/
off switch into the off position 
“0”.

Emptying The Dust Canister

1. �Remove the dust canister from 
the sander by pulling it away 
from the body.

Note: Empty the dust canister 
when it becomes 1/3 full for 
optimum dust extraction.

2. �Remove the dust canister lid and empty 
into a bin.

3. �Secure the lid back on and slide 
the canister onto the sander.

1. �Secure the material to be sanding where 
possible.

2. �With a firm grip on the sander, switch the sander on.

3. �Gradually lower the sander  onto the workpiece with a slight forward 
movement.

4. �For optimum results, use either of these strokes.

Sanding Tips

Never force the sander. The weight of the sander supplies adequate 
pressure, allowing the sandpaper to do the work. Applying additional 
pressure will slow the motor, rapidly wear the sandpaper, and greatly 
reduce the sander speed. This will slow the removal rate and produce an 
inferior quality surface.

Note: Excessive pressure will overload the motor, causing possible 
damage to the sander by overheating the motor; or damage to the 
workpiece.

Be sure to check your workpiece often. The sander is capable of removing 
material rapidly, especially with coarse paper.

The orbital action of your sander allows you to sand with the grain, or at 
any angle across it for most sanding jobs. In the final stages a better finish 
will be achieved by sanding with the grain.

Do not sand on one spot for too long. The sander’s rapid action may remove 
too much material, creating an uneven surface. 

Sandpaper Selection

Selecting the correct grit of sandpaper is an important step in achieving 
optimum results. Coarse grit will remove the most material. Finer grit will 
produce a smoother finish. The condition of the workpiece will determine 
the grit of the sandpaper to be used. The higher the grit number, the finer 
the grade of sandpaper.

If the surface is rough, start with a coarse grit and sand until the surface 
is uniform. Medium grit may then be used to remove scratches left by the 
coarser grit. Finer grit is then used to finish the surface. Always continue 
sanding with each grade of sandpaper until the surface is uniform.

MATERIAL 
APPROPRIATE GRIT

Coarse Sanding Fine Sanding

Paintwork 180 400

Wood: 	 Softwood 60 240

	 Hardwood 60 180

	 Veneer 240 320

Note: If intermediate sanding is required, choose a grit rating between 
coarse and fine. The above table is intended as a guide only. To ensure a 
satisfactory result, a small, inconspicuous area should first be tested to 
ensure the grit of sandpaper chosen is suitable for the desired finish.

1.	 On/Off Switch
2.	 Sure Grip Handle
3.	 Battery Seating

4.	 Dust Canister
5.	 Dust Outlet
6.	 Hook & Loop Sanding Pad

This tool is compatible with batteries up to 5.2Ah & chargers from the Ozito PXC 
range.

CORDLESS DETAIL SANDER

BATTERY & CHARGER

KNOW YOUR PRODUCT

1. ASSEMBLY 3. SANDING2. CONTROLS

SETUP & PREPARATION OPERATION

SIDE TO SIDEBACKWARDS / FORWARDS

1 2 3 4

56

WARNING! ENSURE THE TOOL IS SWITCHED 
OFF AND THE BATTERY IS REMOVED BEFORE 
PERFORMING ANY OF THE FOLLOWING TASKS.

WARNING! THIS PRODUCT IS NOT RECOMMENDED 
FOR SANDING DRYWALL OR PLASTER DUE TO 
THE ULTRA-FINE SANDING PARTICLES PRODUCED. 
DRYWALL SANDERS IN CONJUNCTION WITH DUST 
EXTRACTION ARE RECOMMENDED FOR DRYWALL 
AND PLASTER SANDING APPLICATIONS.

PXMSS-700

WARNING! ENSURE THAT THE WORKPIECE IS 
CLAMPED SECURELY TO A STABLE PLATFORM 
BEFORE SANDING.

WARNING! DO NOT LEAVE THE TOOL UNATTENDED 
WHILE THE ON/OFF SWITCH IS IN THE ON 
POSITION.



STANDARD EQUIPMENT

PXTLS-018

INSTRUCTION MANUAL

SPECIFICATIONS
Input:	 18V
Rated Power: 	 5W
Head Rotation: 	 -5°-105°
Color Temperature: 6500K
Brightness:	 350 Lumens
Weight: 	 0.48kg

ozito.com.au
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GENERAL POWER TOOL SAFETY WARNINGS

TORCH LIGHT SAFETY WARNINGS

Cordless Torch Light

DESCRIPTION OF SYMBOLS

Warning

Do not stare at the operating light 
source

Indoor Use

Class III

Regulatory Compliance Mark
(RCM)

V Volts

TA The rated maximum ambient
temperature 

W Watt

Direct Current

Read Instruction Manual

Power tools that are no longer usable should not be disposed 
of with household waste but in an environmentally friendly 
way. Please recycle where facilities exist. Check with your local 
council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw 
materials. Reuse of recycled material decreases pollution in the 
environment. Please recycle packaging where facilities exist. 
Check with your local council authority for recycling advice.

CARING FOR THE ENVIRONMENT

SPARE PARTS

Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquiries@ozito.com.au

TORCH 
LIGHT

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

OZITO 25 Fox Drive, Dandenong South, VIC 3175, Australia.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.

WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts.

WARNING! BEFORE CLEANING OR CARRYING OUT 
ANY MAINTENANCE PROCEDURE, ENSURE THAT 
THE BATTERIES HAVE BEEN REMOVED.

Cleaning

•	 Keep the ventilation slots of the tool clean at all times to ensure efficient 
operation.

•	 After each use, blow air through the tool housing to ensure it is free from 
all dust, dirt, etc. Build up of dust or dirt particles may cause the tool to 
overheat and shorten the life of the tool.

•	 If the housing of the tool requires cleaning, do not use solvents. Use of a 
cloth only is recommended. 

•	 Never allow any liquid to get inside the tool, never immerse any part of 
the tool into liquid.

Storage

When not in use, the tool should be stored in a dry, frost free location, keep 
out of children’s reach.

Note: Ozito Industries will not be responsible for any damage or 	
injuries caused by repair of the tool by an unauthorised person or by 
mishandling.

ELECTRICAL SAFETY
WARNING! When using electric tools basic safety precautions should always be followed to 
reduce the risk of fire, electric shock and personal injury. Read the whole manual carefully and 
make sure you know how to switch the tool off in an emergency, before operating the tool. Save 
these instructions and other documents supplied with this tool for future reference.

- This appliance is not intended for use by persons (including children) with reduced physical, sensory 
or mental capabilities, or lack of experience and knowledge, unless they have been given supervision or 
instruction concerning use of the appliance by a person responsible for their safety. 
- Children should be supervised to ensure that they do not play with the appliance.
- This appliance is compatible and only to be used with all batteries & chargers from the Ozito PXC 
range. 
- Refer to the PXC battery and charger manuals for information regarding charging, use and storage.    

WARNING! Always remove the battery from the tool:
-when the batteries are to be charged,
-when the tool is left unattended,
-when the tool is being checked, cleaned, or having maintenance work done,
-when the tool is to be stored,
or if the tool vibrates abnormally.
-Do not combine different types of batteries or new and used batteries.
-Do not use modified or damaged batteries.

WARNING! Read all safety warnings, instructions, illustrations and specifications 
provided with this power tool. Failure to follow all instructions listed below may result in 
electric shock, fire and/or serious injury.

Save all warnings and instructions for future reference.
The term “power tool” in the warnings refers to your mains-operated (corded) power tool or 
battery-operated (cordless) power tool.
1) Work area safety
a) �Keep work area clean and well lit. Cluttered or dark areas invite accidents.
b) �Do not operate power tools in explosive atmospheres, such as in the presence of flammable 

liquids, gases or dust. Power tools create sparks which may ignite the dust or fumes.
c) �Keep children and bystanders away while operating a power tool. Distractions can cause you 

to lose control.
2) Electrical safety 
a) �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any 

adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock.

b) �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges and 
refrigerators. There is an increased risk of electric shock if your body is earthed or grounded.

c) �Do not expose power tools to rain or wet conditions. Water entering a power tool will increase 
the risk of electric shock.

d) �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power 
tool. Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled 
cords increase the risk of electric shock.

e) �When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use 
of a cord suitable for outdoor use reduces the risk of electric shock.

f) �If operating a power tool in a damp location is unavoidable, use a residual current device 
(RCD) protected supply. Use of an RCD reduces the risk of electric shock.

3) Personal safety
a) �Stay alert, watch what you are doing and use common sense when operating a power tool. 

Do not use a power tool while you are tired or under the influence of drugs, alcohol or 
medication. A moment of inattention while operating power tools may result in serious personal 
injury.

b) �Use personal protective equipment. Always wear eye protection. Protective equipment such 
as a dust mask, non-skid safety shoes, hard hat or hearing protection used for appropriate 
conditions will reduce personal injuries.

c) �Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energising power tools that have the switch on invites accidents.

d) �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key left 
attached to a rotating part of the power tool may result in personal injury.

e) �Do not overreach. Keep proper footing and balance at all times. This enables better control of 
the power tool in unexpected situations.

f) �Dress properly. Do not wear loose clothing or jewellery. Keep your hair and clothing away 
from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g) �If devices are provided for the connection of dust extraction and collection facilities, ensure 
these are connected and properly used. Use of dust collection can reduce dust-related 
hazards.

h) �Do not let familiarity gained from frequent use of tools allow you to become complacent and 
ignore tool safety principles. A careless action can cause severe injury within a fraction of a 
second.

4) Power tool use and care
a) �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed.
b) �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired.
c) �Disconnect the plug from the power source and/or remove the battery pack, if detachable, 

from the power tool before making any adjustments, changing accessories, or storing power 
tools. Such preventive safety measures reduce the risk of starting the power tool accidentally.

d) �Store idle power tools out of the reach of children and do not allow persons unfamiliar with 
the power tool or these instructions to operate the power tool. Power tools are dangerous in 
the hands of untrained users.

e) �Maintain power tools and accessories. Check for misalignment or binding of moving parts, 
breakage of parts and any other condition that may affect the power tool’s operation. If 
damaged, have the power tool repaired before use. Many accidents are caused by poorly 
maintained power tools.

f) �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control.

g) �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the power 
tool for operations different from those intended could result in a hazardous situation.

h) �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery handles 
and grasping surfaces do not allow for safe handling and control of the tool in unexpected 
situations.

5) Battery tool use and care
a) �Recharge only with the charger specified by the manufacturer. A charger that is suitable for 

one type of battery pack may create a risk of fire when used with another battery pack.
b) �Use power tools only with specifically designated battery packs. Use of any other battery 

packs may create a risk of injury and fire.
c) �When battery pack is not in use, keep it away from other metal objects, like paper clips, 

coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

d) �Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact 
accidentally occurs, flush with water. If liquid contacts eyes, additionally seek medical help. 
Liquid ejected from the battery may cause irritation or burns.

e) �Do not use a battery pack or tool that is damaged or modified. Damaged or modified 
batteries may exhibit unpredictable behaviour resulting in fire, explosion or risk of injury.

f) �Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or 
temperature above 130 °C may cause explosion.

g) �Follow all charging instructions and do not charge the battery pack or tool outside the 
temperature range specified in the instructions. Charging improperly or at temperatures 
outside the specified range may damage the battery and increase the risk of fire.

6) Service
a) �Have your power tool serviced by a qualified repair person using only identical replacement 

parts. This will ensure that the safety of the power tool is maintained.
b) �Never service damaged battery packs. Service of battery packs should only be performed by 

the manufacturer or authorized service providers.

WARNING! This appliance is not intended for use by persons (including children) with reduced 
physical, sensory or mental capabilities, or lack of experience and knowledge, unless they have 
been given supervision or instruction concerning use of the appliance by a person responsible for 
their safety.
• Do not use light outdoors
• Do not leave the light unattended when in use.
• Do not store the product in damp or wet locations, or in a location where the temperature 
may reach or exceed 40°C (104°F). For example, inside sheds, vehicles or metal buildings in the 
summer.
• Do not use the luminaire in explosive atmospheres, such as in the presence of flammable liquids, 
gases or dust.
• Do not cover or clog the luminaire with cloth or carton, etc. Covering or clogging it may cause a 
flame. If wrapped or in contact with fabrics, the luminaire can produce sufficient hear to melt some 
fabrics. To avoid serious personal injury, never allow the luminaire to come in contact with anything.
• Do not operate if worklight is broken.
• Do not use this product if it is not completely assembled or if any parts appear to be missing 
or damaged. Use of a product that is not properly and completely assembled or with damaged or 
missing parts could result in serious personal injury.
• Do not attempt to modify this product or create accessories or attachments not recommended 
for use with this product. Any such alterations or modifications is considered misuse and could 
result in a hazardous condition leading to possible serious personal injury.

• Do not direct the light beam at persons or animals and do not stare directlu into the light
beam yourself (not even from a distance). Staring into the light beam amy result in serious injury 
or vision loss.
• Always tighten fastening knobs after performing adjustments to prevent the worklight from 
shifting unexpectedly.
• Do not place hands or fingers between adjustable head and frame when positioning the 
worklights to avoid pinching your fingers or hands.
• When the luminaire is not in use, always switch off and remove the battery from the luminaire.
•  Do not leave the light on while unattended. Failure to follow these instructions could result in 
serious personal injury.
• Do not expose worklight to liquids, rain or snow. If exposed to liquid, switch the light off 
immediately by disconnecting the power supply (only if safe to do so). Let the light completely dry 
before attempting to switch on again. Do not wash it in water.
• Do not handle tool with wet hands or on wet surfaces.

MAINTENANCE



ONLINE MANUAL

Scan this QR Code with your 
mobile device to take you to 
the online manual.

Adjusting the Rotating Head

The torch head can be adjusted through a 110° rotation to aim the light at 
the desired area.

1. �To aim the torch closer to the 
ground tilt the head forward and 
to aim the torch away from the 
ground, tilt the head backward.

Note: �When determining the 
suitable angle for the 
torch’s rotating head, 
use the scales on 
both sides of the tool. 
(10o-105o)

Switching the Torch On

1. �To turn the torch on, press the 
on/off switch.

Switching the Torch Off

1. �To turn the torch off, press the 
on/off switch again.

Installing The Battery Pack

1. �Slide the battery into the tool 
base until it clicks into place.

Removing The Battery Pack

1. �Hold down the battery release 
button (a) and then slide the 
battery out (b)

1.	 LED Light
2.	 Hanging Hook
3.	 Rotating Head

4.	 Sure Grip Handle
5.	 Battery Seating
6.	 On/Off Switch

This tool is compatible with all batteries & chargers from the Ozito PXC range.

CORDLESS TORCH LIGHT

BATTERY & CHARGER

KNOW YOUR PRODUCT

1. FITTING THE BATTERY 2. ADJUSTING THE ANGLE 3. SWITCHING THE TORCH ON/OFF

SETUP & PREPARATION OPERATION
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WARNING! ENSURE THE TOOL IS SWITCHED 
OFF AND THE BATTERY IS REMOVED BEFORE 
PERFORMING ANY OF THE FOLLOWING TASKS.

WARNING! MOUNTING/HANGING SPOT CAN NOT 
ENDANGERING PERSONS, ANIMALS AND
SURROUNDINGS.

IMPORTANT! THE LIGHT SOURCE OF THIS 
LUMINAIRE IS NOT REPLACEABLE; WHEN THE 
LIGHT SOURCE REACHES ITS END OF LIFE THE 
WHOLE LUMINAIRE SHALL BE REPLACED.

PXTLS-018



STANDARD EQUIPMENT

Short Battery Runtime

Ensure the battery is properly charged. It will take 4-5 charging cycles 
before the battery reaches optimum charge and run time.

PXWBS-200

INSTRUCTION MANUAL

SPECIFICATIONS
Input:	 18V
No Load Speed: 	 15,500/min
Max. Air Speed: 	 78km/hour
Weight: 	 1.0kg

ozito.com.au
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ELECTRICAL SAFETY

GENERAL POWER TOOL SAFETY WARNINGS

BLOWER/INFLATOR SAFETY WARNINGS
WARNING! This appliance is not intended for use by persons (including children) 
with reduced physical, sensory or mental capabilities, or lack of experience and 
knowledge, unless they have been given supervision or instruction concerning use of the 

appliance by a person responsible for their safety.

WARNING! When servicing, use only identical replacement parts. Use of any other parts may 
create a hazard or cause product damage. To ensure safety and reliability, all repairs should be 
performed by a qualified service technician.

•	 �Always wear adequate protective clothing when operating the blower to avoid injuries to face, 
eyes, hands, feet, head or hearing. Use safety glasses or a face shield, high boots or sturdy 
shoes, long trousers, work gloves and ear defenders.

•	 Do not start the tool when it is upside down or when it is not in the operating position.
•	 Switch the motor off and remove the battery when the tool is not being used, left unattended, 

being cleaned or being moved from one place to another.
•	 Do not operate the tool near people, especially children or pets. Turn it off if they get too close. 

Maintain a safe distance of at least 5m from other people when using the tool.
•	 Never direct the blower direction nozzle towards bystanders or pets. Never blow debris in the 

direction of bystanders or pets. The operator is responsible for accidents or hazards occurring 
to other people or their property.

•	 Do not handle the battery or the tool with wet hands and do not use the tool in  
the rain.

•	 �Keep all the air intakes and the blower tube free of dust, lint, hair and other material that may 
cause a reduction in air flow.

•	 �Keep a balanced and stable stance while using the tool. Do not switch on the tool in enclosed 
or poorly ventilated spaces or in the presence of inflammable and/or explosive substances 
such as liquids, gasses and powders.

•	 Do not get distracted and always concentrate on what you are doing. Use common sense. 
Never operate the tool when you are tired, sick or under the influence of alcohol or other 
drugs.

•	 �Do not operate this appliance with long loose hair or loose fitting jewellery. Tie long loose hair 
back and remove loose fitting jewellery.

•	 Only operate the tool during broad daylight or with adequate artificial light.
•	 When the tool is not in use, store it in a dry place and out of reach of children.
•	 Only use the tool according to the instructions given in this manual.
•	 Check regularly that the screws are tight.
•	 Do not put down the blower on the ground or near debris when operating.
•	 Do not use the blower without full nozzle attachment.
•	 Always inspect the housing for damage. Ensure that guard is in place and properly fitted.

WARNING! When servicing, use only identical replacement parts. Use of any other parts 
may create a hazard or cause product damage. To ensure safety and reliability, all repairs should 
be performed by a qualified service technician. DANGER! Always remove the battery from the 
workshop blower/inflator: 

•	 when the equipment is left unattended, 
•	 when the equipment is being checked, cleaned, or having maintenance work done, 
•	 after striking a foreign object or if the equipment vibrates abnormally. Inspect the appliance for 

damage and make repairs as necessary .

Compact Blower & Inflator

3 x Inflation Adaptors

MAINTENANCE

TROUBLESHOOTING DESCRIPTION OF SYMBOLS

  

  

   

 

 
  

 

  Read instruction manual

Do not use in the rain or leave the blower outdoors while raining.

Keep bystanders away. Do not operate whilst people especially 
children or pets are in the area.

Wear eye and ear protection.

Regulator compliance mark (RCM)

Power tools that are no longer usable should not be disposed 
of with household waste but in an environmentally friendly 
way. Please recycle where facilities exist. Check with your local 
council authority for recycling advice.

Recycling packaging reduces the need for landfill and raw 
materials. Reuse of recycled material decreases pollution in the 
environment. Please recycle packaging where facilities exist. 
Check with your local council authority for recycling advice.

CARING FOR THE ENVIRONMENT

SPARE PARTS

Spare parts can be ordered from the Special Orders 
Desk at your local Bunnings Warehouse. 

For further information, or any parts not listed here, 

visit www.ozito.com.au or contact Ozito Customer 

Service: 

Australia 1800 069 486 

New Zealand 0508 069 486 

E-mail: enquiries@ozito.com.au

COMPACT 
BLOWER &
INFLATOR

IN ORDER TO MAKE A CLAIM UNDER THIS WARRANTY YOU 
MUST RETURN THE PRODUCT TO YOUR NEAREST BUNNINGS 
WAREHOUSE WITH YOUR BUNNINGS REGISTER RECEIPT. PRIOR TO 
RETURNING YOUR PRODUCT FOR WARRANTY PLEASE TELEPHONE 
OUR CUSTOMER SERVICE HELPLINE:

Australia 1800 069 486
New Zealand 0508 069 486

WARRANTY

TO ENSURE A SPEEDY RESPONSE PLEASE HAVE THE MODEL 
NUMBER AND DATE OF PURCHASE AVAILABLE. A CUSTOMER 
SERVICE REPRESENTATIVE WILL TAKE YOUR CALL AND 
ANSWER ANY QUESTIONS YOU MAY HAVE RELATING TO THE 
WARRANTY POLICY OR PROCEDURE.

OZITO 25 Fox Drive, Dandenong South, Victoria, Australia 3175.

The benefits provided under this warranty are in addition to other rights and 
remedies which are available to you at law.

Our goods come with guarantees that cannot be excluded at law. You are entitled to 
a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. You are also entitled to have the goods 
repaired or replaced if the goods fail to be of acceptable quality and the failure 
does not amount to a major failure. 

Generally you will be responsible for all costs associated with a claim under this 
warranty, however, where you have suffered any additional direct loss as a result of 
a defective product you may be able to claim such expenses by contacting our 
customer service helpline above.

WARNING
The following actions will result in the warranty being 
void.
•	 �If the tool has been operated on a supply voltage other than that specified 

on the tool.
•	 �If the tool shows signs of damage or defects caused by or resulting from 

abuse, accidents or alterations.
•	 �Failure to perform maintenance as set out within the instruction manual.
•	 �If the tool is disassembled or tampered with in any way.

5 YEAR REPLACEMENT WARRANTY
Your Product is guaranteed for a period of 60 months from the original date of 
purchase and is intended for DIY (Do It Yourself) use only. If a product is defective it 
will be replaced in accordance with the terms of this warranty. Lithium Ion 
batteries and chargers are covered by a 36 month 
warranty and are excluded from the warranty extension. Warranty excludes 
consumable parts.

WARNING! BEFORE CLEANING OR CARRYING OUT 
ANY MAINTENANCE PROCEDURE, ENSURE THAT 
THE BATTERIES HAVE BEEN REMOVED.

Cleaning

•	 Keep the ventilation slots of the tool clean at all times to ensure efficient 
operation.

•	 If the housing of the tool requires cleaning, do not use solvents. Use of a 
cloth only is recommended. 

•	 Never allow any liquid to get inside the tool, never immerse any part of 
the tool into liquid.

•	 If the blower vibrates abnormally, stop motor immediately. Abnormal 
vibration usually indicates a mechanical problem continued operation 
could lead to injury or damage.

Storage

When not in use, the tool should be stored in a dry, frost free location, keep 
out of children’s reach.

Note: Ozito Industries will not be responsible for any damage or 	
injuries caused by repair of the tool by an unauthorised person or by 
mishandling.

Problem Cause Remedy
Blower is not 
starting

Battery is low in charge Charge battery

Battery not inserted 
properly

Insert battery pack correctly

Possible clogging �Clean the blower tube and blower 
outlet of any leaves or debris.

Blower is not 
operating at 
full capacity

Possible clogging Clean the blower tube and blowevr 
outlet of any leaves or debris.

Motor stops 
while blowing

Battery has no power Charge battery

WARNING! Read all safety warnings and all instructions. Failure to follow the 
warnings and instructions may result in electric shock, fire and/or serious injury. 
Save all warnings and instructions for future reference. The term “power tool” in 
the warnings refers to your mains-operated (corded) power tool or battery-operated 

(cordless) power tool.

1. Work area safety 
a. �Keep work area clean and well lit. Cluttered or dark areas invite accidents. 
b. �Do not operate power tools in explosive atmospheres, such as in the presence of flammable 

liquids, gases or dust. Power tools create sparks which may ignite the dust or fumes. 
c. �Keep children and bystanders away while operating a power tool. Distractions can cause you 

to lose control.

2. Electrical safety 
a. �Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any 

adapter plugs with earthed (grounded) power tools. Unmodified plugs and matching outlets will 
reduce risk of electric shock. 

b. �Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges and 
refrigerators. There is an increased risk of electric shock if your body is earthed or grounded. 

c. �Do not expose power tools to rain or wet conditions. Water entering a power tool will increase 
the risk of electric shock. 

d. �Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. 
Keep cord away from heat, oil, sharp edges or moving parts. Damaged or entangled cords 
increase the risk of electric shock. 

e. �When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use 
of a cord suitable for outdoor use reduces the risk of electric shock.

f) �If operating a power tool in a damp location is unavoidable, use a residual current device 
(RCD) protected supply. Use of an RCD reduces the risk of electric shock.

3. Personal safety 
a. �Stay alert, watch what you are doing and use common sense when operating a power 

tool. Do not use a power tool while you are tired or under the influence of drugs, alcohol or 
medication. A moment of inattention while operating power tools may result in serious personal 
injury. 

b. �Use personal protective equipment. Always wear eye protection. Protective equipment such 
as dust mask, non-skid safety shoes, hard hat, or hearing protection used for appropriate 
conditions will reduce personal injuries. 

c. �Prevent unintentional starting. Ensure the switch is in the off-position before connecting to 
power source and/or battery pack, picking up or carrying the tool. Carrying power tools with 
your finger on the switch or energising power tools that have the switch on invites accidents. 

d. �Remove any adjusting key or wrench before turning the power tool on. A wrench or a key left 
attached to a rotating part of the power tool may result in personal injury. 

e. �Do not overreach. Keep proper footing and balance at all times. This enables better control of 
the power tool in unexpected situations. 

f. �Dress properly. Do not wear loose clothing or jewellery. Keep your hair, clothing and gloves away 
from moving parts. Loose clothes, jewellery or long hair can be caught in moving parts.

g. �If devices are provided for the connection of dust extraction and collection facilities, ensure 
these are connected and properly used. Use of dust collection can reduce dust-related 
hazards.

h. �Do not let familiarity gained from frequent use of tools allow you to become complacent and 
ignore tool safety principles. A careless action can cause severe injury within a fraction of a 
second.

4. Power tool use and care 
a. �Do not force the power tool. Use the correct power tool for your application. The correct 

power tool will do the job better and safer at the rate for which it was designed. 
b. �Do not use the power tool if the switch does not turn it on and off. Any power tool that 

cannot be controlled with the switch is dangerous and must be repaired. 
c. �Disconnect the plug from the power source and/or the battery pack from the power 

tool before making any adjustments, changing accessories, or storing power tools. Such 
preventive safety measures reduce the risk of starting the power tool accidentally. 

d. �Store idle power tools out of the reach of children and do not allow persons unfamiliar with 
the power tool or these instructions to operate the power tool. Power tools are dangerous in 
the hands of untrained users. 

e. �Maintain power tools. Check for misalignment or binding of moving parts, breakage of parts 
and any other condition that may affect the power tool’s operation. If damaged, have the power 
tool repaired before use. Many accidents are caused by poorly maintained power tools. 

f. �Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control. 

g. �Use the power tool, accessories and tool bits etc. in accordance with these instructions, 
taking into account the working conditions and the work to be performed. Use of the power 
tool for operations different from those intended could result in a hazardous situation.

h. �Keep handles and grasping surfaces dry, clean and free from oil and grease. Slippery handles 
and grasping surfaces do not allow for safe handling and control of the tool in unexpected 
situations.

5. Battery tool use and care
a. �Recharge only with the charger specified by the manufacturer. A charger that is suitable for 

one type of battery pack may create a risk of fire when used with another battery pack.
b. �Use power tools only with specifically designated battery packs. Use of any other battery 

packs may create a risk of injury and fire.
c. �When battery pack is not in use, keep it away from other metal objects, like paper clips, 

coins, keys, nails, screws or other small metal objects, that can make a connection from 
one terminal to another. Shorting the battery terminals together may cause burns or a fire.

d. �Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact 
accidentally occurs, flush with water. If liquid contacts eyes, additionally seek medical help. 
Liquid ejected from the battery may cause irritation or burns.

e. �Do not use a battery pack or tool that is damaged or modified. Damaged or modified 
batteries may exhibit unpredictable behaviour resulting in fire, explosion or risk of injury.

f. �Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or 
temperature above 130°C may cause explosion.

g. �Follow all charging instructions and do not charge the battery pack or tool outside the 
temperature range specified in the instructions. Charging improperly or at temperatures 
outside the specified range may damage the battery and increase the risk of fire.

6. Service
a. �Have your power tool serviced by a qualified repair person using only identical replacement 

parts. This will ensure that the safety of the power tool is maintained.
b. �Never service damaged battery packs. Service of battery packs should only be performed by 

the manufacturer or authorized service provider.

WARNING! When using electric tools basic safety precautions should always be 
followed to reduce the risk of fire, electric shock and personal injury. 

•	 Read the whole manual carefully and make sure you know how to switch the tool off in an 
emergency, before operating the tool. Save these instructions and other documents supplied 
with this tool for future reference. 

•	 This appliance is not intended for use by persons (including children) with reduced physical, 
sensory or mental capabilities, or lack of experience and knowledge, unless they have been 
given supervision or instruction concerning use of the appliance by a person responsible for 
their safety. Children should be supervised to ensure that they do not play with the appliance.

•	 This appliance is compatible and only to be used with all batteries & chargers from the Ozito 
PXC range. Refer to the PXC battery and charger manuals for information regarding charging 
use and storage.

WARNING! Always remove the battery from the tool: 
- when the batteries are to be charged, 
- when the tool is left unattended, 
- when the tool is being checked, cleaned, or having maintenance work done, 
- when the tool is to be stored, 
- or if the tool vibrates abnormally.

•	 Do not combine different types of batteries or new and used batteries.
•	 Do not use modified or damaged batteries.



ONLINE MANUAL

Scan this QR Code with your 
mobile device to take you to 
the online manual.

Installing The Battery Pack

1. �Slide the battery into the tool base until it clicks into place.

Removing The Battery Pack

1. �Hold down the battery release button and then slide the battery out.

The blower is ideal for dirt, clippings and other debris.

1. �Hold the blower firmly, squeeze 
the on/off switch.

2. �Move the blower from side 
to side while walking slowly 
forward.

Note: Be aware of other people and animals in the area where you are to 
be operating the blower.

Note: Avoid collisions with hard objects which could damage your 
machine.

WARNING! DO NOT SWITCH THE BLOWER ON IN 
POORLY VENTILATED SPACES OR IN THE PRESENCE 
OF FLAMMABLE AND/OR EXPLOSIVE LIQUIDS, 
GASES AND POWDERS.

WARNING! ENSURE THE BLOWER OUTLET IS NOT 
BLOCKED DURING USE.

Connecting The Blower Nozzle

1. �The blower end is equipped 
with slots to ensure nozzles and 
adaptors lock into place and 
remain fitted during use.

2. �Both the blower nozzle and 
central inflation adaptor are 
fitted with internal nodes that 
line up and slot into the blower 
housing.

3. �Line up the internal nozzle nodes 
with the blower housing and 
slide into place.

4. �To lock into place, rotate nozzle 
in clockwise direction until 
nozzle clicks into place.

5. �To remove blower nozzle, rotate in anti-clockwise direction..

Switching The Unit On/Off

1. �To start the blower squeeze the 
on/off switch.

2. �To stop the blower release the 
on/off switch.

WARNING! DO NOT PUT PART OF YOUR BODY SUCH 
AS HANDS AND FINGERS NEAR THE INLET OR 
OUTLET OPENING.

The 3 inflation adaptors iare suited for use on devices that require a large 
air volume, at a low pressure. These include items such as air mattresses 
and pool toys.

Note: This tool is not suited to inflating items that require high air 
pressure - such as sporting equipment and car types.

1. �Remove blower nozzle.

2. �Line up nodes on inside of centre 
inflation adaptor with the blower 
connection slot.

3. �Connect inflation adaptor to the 
blower housing and rotate adaptor 
clockwise until it clicks into locked 
position.

4. �To fit inflation adaptor to a small 
inlet, use either of the other 2 
adaptor ends. Fit larger end of 
smaller adaptor piece to central 
adaptor.

5. �Fit small end of adaptor to the inlet 
on the device to be inflated. Once 
fitted, use On/Off switch to inflate 
device.

6. �To Remove adaptor, turn in anti-clockwise direction.

1.	 Blower Nozzle
2.	 Blower Housing
3.	 On/Off Switch

4.	 Sure Grip Handle
5.	 Battery Seating
6.	 3 x Inflation Adaptors

This tool is compatible with all batteries & chargers from the Ozito PXC range.

COMPACT BLOWER & INFLATOR

BATTERY & CHARGER

KNOW YOUR PRODUCT

1. FITTING THE BATTERY 4. USING THE BLOWER 5. USING THE INFLATION ADAPTORS2. ASSEMBLY 3. CONTROLS

SETUP & PREPARATION OPERATION

1 2 3 4

6

5

WARNING! ENSURE THE TOOL IS SWITCHED 
OFF AND THE BATTERY IS REMOVED BEFORE 
PERFORMING ANY OF THE FOLLOWING TASKS.

WARNING! DO NOT USE THE BLOWER WITH 
ANY ACCESSORIES OR ATTACHMENTS OTHER 
THAN THOSE SUPPLIED. SUCH USAGE MIGHT BE 
HAZARDOUS.

PXWBS-200

a
b
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